
lavor.com

EN

PROFESSIONAL
MAIN CATALOGUE
2024|25



PROFESSIONAL LINE

3

More strength, more power, more innovation.
This is what, day after day, forges the new Lavor brand and that is realized in our products, 
ambassadors of our philosophy through cutting-edge technical and quality features. 
Why do we do it? 
We want to be by your side ever more. 
Simply
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LAVORWASH

Lavorwash is worldwide leader in cleaning industry since 1975 and offers a wide and 
complete range of cleaning machinery suitable for any kind of applications, both indoor and 
outdoor relying on a fortyfour-year experience.
Over the years, Lavorwash has grown to become a specialist manufacturer of professional and 
household cleaning systems, acquiring 
various leading brands and diversifying its own range to offer innovative products of excellence.

Lavorwash has production plants in Italy and around the world and nowadays  it employs 
over 300 staff and has around 200 associates, with branches in several countries around the 
world such as France, the United Kingdom, Spain, 
Poland, Brazil and China.
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WATCH THE VIDEO

Lavorwash is a company with a consolidated reputation at national and international levels.
It operates locally through branches located
around the world, delivering its products through importers, distributors, agent network and 
direct relations with large retailing chains
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Industrial vacuum cleaners
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Efficiency, reliability, safety and ease of 
use are the basic factors for a careful 
selection of a professional product.  On 
the ground of these standards, Lavor has 
conceived professional line high-pressure 
cleaners, in order to match, through high-
tech products, perfect hygiene and clean 
with time/labour saving.

Being Manufacturers: from experience to 
knowledge

In the high-pressure cleaners market companies are 
divided in those who buy components to assemble 
products and manufacturers, who have a continuous 
R&D on all product components.
Lavorwash manufactures all the high-pressure 
cleaners components entirely and this allows:  
to spread product knowledge, culture and 
experience inside the company; to check the entire 
manufacturing cycle; to adopt possible improvements 
immediately; better sensitivity to market request 
adjusting product range design in real time.

What high pressure cleaner? Is it better 
pressure or delivery rate?

The right criteria to define the high-pressure cleaner 
performances is the washing effectiveness.
The elements that influence this value are: delivery 
rate (water volume processed by the pump in a unity 
of time) and pressure (l/h water power on a surface). 
The higher the delivery rate, the faster the washing 
phase (less rinsing time); the higher the pressure, the 
deeper the washing (better dirt degreasing).
It is often emphasized the pressure only (also 
because the pump size and the consequent 
manufacturing cost are cheaper), but delivery rate is 
as important as pressure.

What pump? Is it better a linear 
(crankshaft) or an axial one?

It does not exist a winning technology, because 
both solution can provide same performances and 
lifetime. What  determines the pump quality is the 
quality of the project itself (linear or axial) and of 
the components used; for this reason Lavorwash 
decided to develop both technologies, taking into 
consideration a design that grants margin of safety 
and reliability.

COLD WATER

HIGH PRESSURE CLEANERS
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HIGH PRESSURE CLEANERS
COLD WATER

NICKEL
PLATING

RPM
1400

• Linear pump
The movement of the (3) pistons occurs through a system of connecting rods and crankshaft. The longitudinal axle 
of the pistons (placed at the same level or linear) is perpendicular to the motor rotation axle. It is more versatile to 
bear high delivery rates (from 21 l/min) and it has a better self priming.

• Water cooled motor
Water flows through the Stainless steel coil around the motor, this allows a better  thermal exchange (and so a 
cooling) than air also in those countries where inlet water could reaches 60°C. This allows a drop in operating 
temperature of the motor and pump mechanical elements, granting a better reliability and longer life.

• Thermal valve
When the gun trigger is released, the same water flows through the pump (by-pass) and it overheats and sooner or 
later this damages the valve seals. With this completely mechanical system, the thermal valve checks the temperature 
in the pump, opening/closing the by-pass circuit letting  new and fresh water flow inside before the elements are 
damaged. Simple solution without electronic devices.

• Total Stop
Releasing the gun trigger the pump stops automatically avoiding element damages during the by-pass phase. 
Pulling the trigger, the high-pressure cleaner starts automatically. Max pump protection.

• Low voltage and delayed Total Stop
To avoid quick and multiple start and shut down of the motor/pump group whenever the gun trigger is pulled and 
released, this disposal delays the machine shut down of about 15 seconds. Prevention, energy saving, top safety 
and pump longer life.

• Motor low rotation speed
The electric motor transfers the same number of revolutions to the pump. With a 4 poles motor there is a lower 
rotation speed of the components  (1400 RPM in case of 50Hz or 1750 RPM in case of 60 Hz) granting longer 
pump life. Extending lifetime solution.

• Pump with nickel-plated brass head
 The nickel-plating treatment improves the basic features (greater hardness and improved resistance to the 
chemical products used in washing), reducing the deterioration caused by cavitation.
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Technical information

COLD WATER

HIGH PRESSURE CLEANERS
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Code Model bar (max bar) psi (max psi) l/h GPM W RPM V - Hz °C Kg/lbs cm n°(cm x cm)

36084-00005 MYSTIC 1309 XP 12 140 (180) 2030(2610) 540 2.38 2800 2800 230 - 50 40 32.5/71 60x38 h 72 12 (120-80)
36087-00001 ALASKA 1409 XP 14 140 (180) 2030 (2610) 540 2.4 2800 2800 230 - 50 40 28/62 39x39 h 61 18 (120x80)
36087-00006 HKA 1409 XP 16 140 (180) 2030 (2610) 540 2.40 2800 2800 230 - 50 40 28/62 39x39 h 71 18 (120x80 )
36091-00001 MAINE 1409 XP 18 140 (180) 2030 (2610) 540 2.40 2800 2800 230 - 50 40 23/50 39x39 h 71 18 (120x80 )
36091-00016 MAINE HR 1409 XP 20 140 (180) 2030 (2610) 540 2.40 2800 2800 230 - 50 40 23/50 39x39 h 71 18 (120x80 )
36067-00001 LMX 1211 XP 22 50÷120 (150) 725÷1740(2175) 660 2.91 3300 2800 230 - 50 40 35.5/78 60x37,5 h 72.5 12 (120x80)
36067-00003 LMX 2007 XP 22 50÷200 (220) 725÷2900(3190) 420 1.85 3300 2800 230 - 50 40 35.7/78 60x37,5 h 72.5 12 (120x80)
36016-00019 LITE 1510 XP 24 135 (150) 1958 (2175) 600 2.64 2900 2800 230 - 50 40 28/61 30x50 h 40 10 (120x80)
36016-00023 LITE 2W 1510 XP 24 135 (150) 1958 (2175) 600 2.64 2900 2800 230 - 50 40 33/72 65x57 h 65 10 (120x80)
36016-00020 LITE PRO 1510 LP 26 140 (150) 2030 (3190) 600 2.64 2900 1400 230 - 50 40 38/83 30x50 h 40 10 (120x80)
36016-00024 LITE 2W PRO 1510 LP 26 140 (150) 2030 (2175) 600 2.64 2900 1400 230 - 50 40 43/94 65x57 h 65 10 (120x80)
36086-00027 BOLT 1510 LP 28 150 (180) 2175(2610) 540 2.38 2800 1400 230 - 50 40 32/70 90x90 h 83 12 (120-80)
36085-00025 ARIZONA 1209 LP 30 120 (150) 1740(2175) 510 2.23 2300 1400 230 - 50 40 30.5/67 60x38 h 72 12 (120-80)
36085-00028 ARIZONA 1311 LP 30 130 (150) 1885(2175) 660 2.90 2900 1400 230 - 50 40 32.5/71 60x38 h 72 12 (120-80)
36085-00032 ARIZONA 1311 LP 30 130 (150) 1885(2175) 660 2.90 2900 1400 230 - 50 40 32.5/71 60x38 h 72 12 (120-80)
36085-00039 HA 1311 LP 32 130 (150) 1885(2175) 660 2.90 2900 1400 230 - 50 40 32.5/71 60x38 h 72 12 (120-80)
36085-00044 HA 1510 LP 32 150 (160) 2175(2320) 600 2.64 3000 1400 230 - 50 40 32.5/71 60x38 h 72 12 (120-80)
36089-00001 TUCSON 1211 LP 34 30÷120(150) 435÷1740(2175) 660 2.91 3000 1400 230 - 50 40 38.6/85 75x40 h 68 6 (120x80)
36089-00002 TUCSON 1509 LP 34 30÷150(160) 435÷2175(2320) 540 2.38 3000 1400 230 - 50 40 35/77 75x40 h 68 6 (120x80)
36089-00003 TUCSON 1713 LP 34 30÷170(190) 435÷2465(2755) 780 3.43 6000 1400 400 - 50 40 44/97 75x40 h 68 6 (120x80)
36089-00004 TUCSON 2017 LP 34 30÷200(230) 435÷2900(3335) 1000 4.49 9400 1400 400 - 50 40 46/101 75x40 h 68 6 (120x80)
36089-00013 HNR 1509 LP 36 150 (160) 2175 (2320) 540 2.40 3000 1400 230 - 50 60 33/72 75x40 h 68 6 (120x80)
36089-00014 HNR 1713 LP 36 30÷170(190) 435÷2465(2755) 780 3.43 6000 1400 400 - 50 60 42/92 75x40 h 68 6 (120x80)
36089-00015 HNR 2017 LP 36 30÷200(230) 435÷2900(3335) 1000 4.49 9400 1400 400 - 50 60 44/97 75x40 h 68 6 (120x80)
36090-00001 TUCSON XL 2015 LP 38 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 40 66/145 75x40 h 68 1 (120x80)
36090-00002 TUCSON XL 2021 LP 38 30÷200(230) 435÷2900(3335) 1260 5.55 9400 1400 400 - 50 40 72.3/159 75x40 h 68 1 (120x80)
36090-00003 TUCSON XL 2515 LP 38 30÷250(280) 435÷3600(4061) 900 3.96 9400 1400 400 - 50 40 73/161 75x40 h 68 1 (120x80)
36090-00008 HNR XL 2015 LP 40 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 60 65/143 75x40 h 68 1 (120x80)
36090-00009 HNR XL 2021 LP 40 30÷200(230) 435÷2900(3335) 1260 5.55 9400 1400 400 - 50 60 70/154 75x40 h 68 1 (120x80)
36090-00010 HNR XL 2515 LP 40 30÷250(280) 435÷3600(4061) 900 3.96 9400 1400 400 - 50 60 70/154 75x40 h 68 1 (120x80)
36082-00154 COLUMBIA R 1211 LP 42 30÷120 (150) 435÷1812 (2175) 660 2.91 3000 1400 230 - 50 40 40/88 55x62 h 59 8 (120x100)
36082-00155 COLUMBIA R 2015 LP 42 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 40 54/118 55x62 h 59 8 (120x100)
36082-00170 HCR 1211 LP 44 30÷120(150) 435÷1740(2175) 660 2.91 3000 1400 230 - 50 60 50/110 55x62 h 59 8 (120x100)
36082-00137 HCR 1515 LP 44 30÷150(180) 435÷2175(2610) 900 3.96 5000 1400 400 - 50 60 50/110 55x62 h 59 8 (120x100)
36082-00138 HCR 2015 LP 44 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 60 59/130 55x62 h 59 8 (120x100)
36082-00139 HCR 2021 LP 44 30÷200(230) 435÷2900(3335) 1260 5.55 9400 1400 400 - 50 60 60/132 55x62 h 59 8 (120x100)
36082-00140 HCR 2515 LP 44 30÷250(280) 435÷3600(4061) 900 3.96 8500 1400 400 - 50 60 60/132 55x62 h 59 8 (120x100)
36092-00006 KCR 2015 LP 46 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 60 70/154 80x60 h 65 6 (120x80)
36092-00011 KCR 2021 LP 46 30÷200(230) 435÷2900(3335) 1260 3.96 9400 1400 400 - 50 60 71/156 80x60 h 65 6 (120x80)



PROFESSIONAL LINE

11

HIGH PRESSURE CLEANERS
COLD WATER
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Code Model bar (max bar) psi (max psi) l/h GPM W RPM V - Hz °C Kg/lbs cm n°(cm x cm)

36092-00010 KCR 2515 LP 46 30÷250(280) 435÷3600(4061) 900 3.96 8500 1400 400 - 50 60 71/156 80x60 h 65 6 (120x80)
36077-00002 MCHPV 1515 LP 48 30÷150(180) 435÷2175(2610) 900 3.96 5000 1400 400 - 50 40 45/99 75x50 h 35 9 (120x80)
36077-00003 MCHPV 2015 LP 48 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 40 48/106 75x50 h 35 9 (120x80)
36077-00004 MCHPV 2021 LP 48 30÷200(210) 435÷2900(3045) 1260 5.55 9400 1400 400 - 50 40 60/132 75x50 h 35 9 (120x80)
36077-00037 MCHPX 1211 LP 48 30÷120(150) 435÷1740(2175) 660 2.91 3000 1400 230 - 50 40 48/106 75x50 h 35 9 (120x80)
36077-00038 MCHPX 2015 LP 48 30÷200(230) 435÷2900(3335) 900 3.96 7000 1400 400 - 50 40 60/132 75x50 h 35 9 (120x80)
36019-00062 INDO 2521 E LP 50 30÷250(260) 435÷3600(3770) 1290 5.6 10000 1400 400 - 50 85 140/309 135x88 h 115 1 (130x82)
36019-00063 INDO 3518 E LP 50 30÷350(360) 435÷5076(5221) 1110 4.8 11500 1400 400 - 50 85 145/320 135x88 h 115 1 (130x82)
36019-00066 INDO 2030 E LP 50 30÷200(220) 435÷2900(3190) 1860 8.1 11500 1400 400 - 50 85 195/370 135x88 h 115 1 (130x82)
36019-00068 LENA 5015 E LP 52 50÷500(520) 725÷7250(7541) 990 4.3 15000 1400 400 - 50 60 220/485 135x88 h 115 1 (130x82)
36019-00069 LENA 5018 E LP 52 50÷500(520) 725÷7250(7541) 1110 4.8 18500 1400 400 - 50 60 230/507 135x88 h 115 1 (130x82)
36019-00070 LENA 5021 E LP 52 50÷500(520) 725÷7250(7541) 1260 5.55 22000 1400 400 - 50 60 235/518 135x88 h 115 1 (130x82)
36019-00074 LENA 2042 E LP 52 30÷200(215) 435÷2900(3118) 2520 11.09 18500 1400 400 - 50 60 230/507 135x88 h 115 1 (130x82)
36019-00084 IRTYS 7015 54 70÷700(770) 1015÷10152(11167) 900 3.96 23000 1400 400 - 50 60 235/518 111x90 h 120 1 (111x90)
36113-00053 THERMIC 5H 56 30÷160(190) 435÷2320(2755) 570 2.51 5 hp 3400 - 40 37.5/83 55x55 h 70 8 (120x80)
36001-00053 THERMIC 2W LITE 6L 58 30÷200(220) 435÷2900(3190) 630 2.7 6,5 hp 3400 - 40 28/61,7 55x67 h 80 8 (120x80)
36113-00027 THERMIC 6,5 60 30÷180(210) 435÷2610(3045) 690 2.77 6,5 hp 3400 - 40 38/84 47x57 h57 12 (120x100)
36113-00033 THERMIC 9 L 62 30÷220(250) 435÷3190(3625) 780 3.44 9 hp 3400 - 40 53/116 70x57 h 70 9 (120x80)
36021-00034 THERMIC 2W 9H 64 30÷210(220) 435÷3045(3190) 900 3.96 9 hp 3400 - 50 48/106 86x67 h 80 1 (67x86)
36021-00036 THERMIC 2W 13L 64 30÷290(310) 435÷4206(4496) 900 3.96 13 hp 3400 - 54 48/106 86x67 h 80 1 (67x86)
36021-00035 THERMIC 2W 13H 64 30÷290(310) 435÷4206(4496) 900 3.96 13 hp 3400 - 54 48/106 86x67 h 80 1 (67x86)
36001-00052 THERMIC 2W LITE 13L 66 30÷290(310) 435÷4206(4496) 900 3.96 13 hp 3400 - 60 35/77 55x67 h 89 9 (120x80)
36022-00030 THERMIC 10.1D 1621 68 30÷160(180) 435÷2320(2610) 1260 5.55 9,3 hp 1560 - 60 124/231 95x68 h 95 1 (120x80)
36022-00029 THERMIC 10.1D 2016 68 30÷200(230) 435÷2900(3335) 960 4.22 9,3 hp 1560 - 60 124/231 95x68 h 95 1 (120x80)
36021-00038 THERMIC 2W PRO 13L 70 30÷250(260) 435÷3600(3770) 1020 4.4 13 hp 1560 - 40 70/154 86x67 h 80 1 (67x86)
36021-00037 THERMIC 2W PRO 13H 70 30÷250(260) 435÷3600(3770) 1020 4.4 13 hp 1560 - 40 70/154 86x67 h 80 1 (67x86)
36113-00013 THERMIC 13 H 72 30÷250(280) 435÷3600(4061) 1080 4.76 13 hp 1560 - 40 61/134 100x66 h 92 1 (120x80)
36113-00035 THERMIC 13 HF 74 30÷250(280) 435÷3600(4061) 1080 4.76 13 hp 1560 - 40 61/134 100x66 h 92 1 (120x80)
36018-00043 THERMIC 18 3518 BS 76 30÷350(360) 435÷5076(5221) 1080 4.75 18 hp 1560 - 60 165/363 130x82 h 120 1 (130x82)
36018-00042 THERMIC 22 3521 H 76 30÷350(360) 435÷5076(5221) 1320 5.8 22 hp 1560 - 60 195/429 130x82 h 120 1 (130x82)
36018-00041 THERMIC 22 4018 H 76 30÷400(415) 435÷5800(6019) 1110 4.8 22 hp 1560 - 60 195/429 130x82 h 120 1 (130x82)
36018-00040 THERMIC 22 5015 H 76 50÷500(520) 725÷7250(7541) 900 3.96 22 hp 1560 - 60 195/429 130x82 h 120 1 (130x82)
36018-00045 THERMIC 22 2730 H 76 30÷270(280) 435÷3916(4061) 1800 7.92 22 hp 1560 - 60 195/429 130x82 h 120 1 (130x82)
36018-00048 THERMIC 26 3523 K 78 30÷350(360) 435÷5076(5221) 1380 6.07 26 hp 1450 - 60 320/705 145x105 h 130 1 (145x105)
36018-00047 THERMIC 26 4020 K 78 30÷400(415) 435÷5800(6019) 1200 5.28 26 hp 1450 - 60 320/705 145x105 h 130 1 (145x105)
36018-00046 THERMIC 26 5016 K 78 50÷500(520) 725÷7250(7541) 990 4.3 26 hp 1450 - 60 320/705 145x105 h 130 1 (145x105)
36018-00062 THERMIC 31 7015 BS 80 70÷700(770) 1015÷10152(11167) 900 3.96 31 hp 1560 - 60 320/705 111x90 h 120 1 (111x90)
36018-00063 THERMIC 26 7013 K 82 70÷700(770) 1015÷10152(11167) 780 3.44 26 hp 1450 - 60 320/705 145x105 h 130 1 (145x105)
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three steel pistons, brass axial pump head with built-in by-pass valve. • Pump with double seal • Total stop. • Suction and delivery Stainless 
steel valves. • Detergent built-in tank for indirect suction. • Glicerine pressure gauge. • Hose holder. • Accessory holder. • Ergonomic handle.
• Power cable 5 m

Mystic-R 1409 XP
code 36084-00005
rated/max pressure 140/180 bar - 2030/2610 psi
max delivery flow rate 540 l/h - 2.4 gpm
abs. power/supply 2800 W/230V 1~50Hz
motor power 2,0 kW
pump model MPBX1/2800 rpm
T max water inlet 40°C
dimension (cm)/weight 43x50x85/28 Kg (61,6 lbs)

Mystic-R

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02576 Gun M22

• 00080-02770 Lance M22.
• 10002-12433 

High pressure nozzle set

• 00080-02089 High pressure 
hose 8 m

STANDARD EQUIPMENT

• 10001-10252 High-pressure 
wall mount hose reel (hose not 

included)

• 00080-03481  
Turbo nozzle head

• 00080-02981
Turbo lance M22 - 0,35

• 00080-02957
Sand blasting lance M22 - 0,40

OPTIONAL

PLUS

Axial motor pump with stainless 
steel pistons, brass head, double 
water seal

Glycerine bath pressure gauge to 
constantly monitor the operating 
pressure of the high pressure 
cleaner with reading guarantee

Integrated cleaning tank for indirect 
suction of the chemical product

Sturdy protective steel cover to 
protect the motor pump against 
accidental impacts
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three steel pistons, brass axial pump head with built-in by-pass valve. • Pump with double seal • Total Stop. • Suction and delivery 
Stainless steel valves. • Detergent built-in tank for indirect suction. • Power cable holder. • Accessory holder. • Ergonomic handle. • 1lt 
detergent tank. • Power cable 5 m

Alaska

Alaska 1409 XP
code 36087-00001
rated/max pressure 140/180 bar - 2030/2610 psi
max delivery flow rate 540 l/h - 2.4 gpm
abs. power/supply 2800 W/230V 1~50Hz
motor power 2,0 kW
pump model MPBX1/2800 rpm
T max water inlet 40°C
dimension (cm)/weight 35x40x87/28 Kg (61,6 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02576 Gun M22

• 00080-02770 Lance M22.
• 10002-12433 

High pressure nozzle set

• 00080-02089 High pressure 
hose 8 m

STANDARD EQUIPMENT

• 00080-02957 Sandblasting lance 
• 00080-03481  

Turbo nozzle head
• 00080-02981

Turbo lance M22 - 0,35
• 00080-02957

Sand blasting lance M22 - 0,40

OPTIONAL

PLUS

Axial motor pump with stainless 
steel pistons, brass head, double 
water seal

Convenient and functional rotary 
switch for easy switching on and off

Integrated cleaning tank with a 
capacity of 1 litre for indirect 
suction of the chemical with a level 
visible from the outside

Robust structure that gives great 
stability to the high pressure cleaner 
during use
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three steel pistons, brass axial pump head with built-in by-pass valve. • Pump with double seal • Total Stop. • Suction and delivery Stainless steel valves. 
• Detergent built-in tank for indirect suction. • Power cable holder. • Hose reel in pressure. • Accessory holder. • Ergonomic handle. • 1l detergent tank.

HKA

HKA 1409 XP
code 36087-00006
rated/max pressure 140/180 bar - 2030/2610 psi
max delivery flow rate 540 l/h - 2.4 gpm
abs. power/supply 2800 W/230V 1~50Hz
motor power 2,0 kW
pump model MPBX1/2800 rpm
T max water inlet 40°C
dimension (cm)/weight 35x40x96/28 Kg (61,6 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

 
• 00080-01701 Gun M22 - 3/8.

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03186 Nozzle type 035

 
• 00080-02981 Turbo lance  

• 00080-02294 High pressure 
hose R1 8 m

STANDARD EQUIPMENT

• 00080-02981
Turbo lance M22 - 0,35

• 00080-02957
Sand blasting lance M22 - 0,40

OPTIONAL

PLUS

Axial motor pump with stainless 
steel pistons, brass head, double 
water seal

Practical hose reel connected under 
pressure to use only the necessary 
length of hose and to rewind it 
easily after use 

Convenient and functional rotary 
switch for easy switching on and off

Integrated cleaning tank with a 
capacity of 1 litre for indirect 
suction of the chemical with a level 
visible from the outside
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three steel pistons, brass axial pump head with built-in by-pass valve. • Double water seal • Total Stop. • Suction and delivery Stainless 
steel valves. • Integrated detergent suction with external suction probe. • Power cable holder. • High pressure hose holder. • Accessory 
holder. • Ergonomic handle.

Maine

Maine 1409 XP
code 36091-00001
rated/max pressure 140/180 bar - 2030/2610 psi
max delivery flow rate 540 l/h - 2.4 gpm
abs. power/supply 2800 W/230V 1~50Hz
motor power 2,0 kW
pump model MPBX1/2800 rpm
T max water inlet 40°C
dimension (cm)/weight 39x39x71/23 Kg (50,7 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02541 Gun M22

• 00080-02804 Lance M22 high/
low pressure

• 00080-02420 High pressure 
hose 8 m

STANDARD EQUIPMENT

• 00080-02957 Sandblasting lance • 00080-02981 Turbo lance

OPTIONAL

PLUS

Axial motor pump with stainless 
steel pistons, brass head, double 
water seal

Ergonomic handle for lifting and 
manual transportation, it can 
also serve as a practical reel for 
electrical cable or high-pressure 
pipe

Convenient and functional rotary 
switch for easy switching on and off

Folding handle to reduce 
dimensions and to facilitate 
movement.  If fully extended it 
makes it possible to pull the product 
on the rear wheels
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three steel pistons, brass axial pump head with built-in by-pass valve. • Double water seal • Total Stop. • Suction and delivery Stainless 
steel valves. • Integrated detergent suction with external suction probe. • Power cable holder. • Hose reel in pressure with h.p. hose 8m 
included. • Accessory holder. • Ergonomic handle. • Hose reel in pressure • Full assembled

Maine HR

Maine HR 1409 XP
code 36091-00016
rated/max pressure 140/180 bar - 2030/2610 psi
max delivery flow rate 540 l/h - 2.4 gpm
abs. power/supply 2800 W/230V 1~50Hz
motor power 2,0 kW
pump model MPBX1/2800 rpm
T max water inlet 40°C
dimension (cm)/weight 39x39x95/26 Kg (57 lbs)

TECHNICAL DATA

NEW

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02541 Gun M22

• 00080-02804 Lance M22 high/
low pressure

• 00080-02322 High pressure hose 
10 m

STANDARD EQUIPMENT

• 00080-02957 Sandblasting lance • 00080-02981 Turbo lance

OPTIONAL

PLUS

Practical hose reel connected under 
pressure to use only the necessary 
length of hose and to rewind it 
easily after use

Axial motor pump with stainless 
steel pistons, brass head, double 
water seal

Convenient and functional rotary 
switch for easy switching on and off

Folding handle to reduce 
dimensions and to facilitate 
movement.  If fully extended it 
makes it possible to pull the product 
on the rear wheels
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three ceramic coated pistons, brass axial pump head with built-in by-pass valve. • Total Stop. • Suction and delivery Stainless steel valves. 
• Detergent built-in tank for indirect suction. • Pressure regulator. • Glicerine pressure gauge. • Hose reel in pressure. • Accessory holder. 
• Ergonomic handle. • 7,5 lt. detergent tank.

LMX

LMX 1211 XP LMX 2007 XP
code 36067-00001 36067-00003
rated/max pressure 120/150 bar - 1740/2175 psi 200/220 bar - 2900/3190 psi
max delivery flow rate 660 l/h - 2.9 gpm 420 l/h - 1.85 gpm
abs. power/supply 3300 W/230V 1~50Hz 3300 W/230V 1~50Hz
motor power 2,3 kW 2,3 kW
pump model MPBX2/2800 rpm MPBX2/2800 rpm
T max water inlet 40°C 40°C
dimension (cm)/weight 59x37x87/28 Kg (61,6 lbs) 59x37x87/28 Kg (61,6 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

 
• 00080-01701 Gun M22 - 3/8.

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03189 Nozzle type 050 

(mod. 1211 XP)

 
• 00080-02956 Lance M22 high/low 
pressure with nozzle (mod. 2007 XP)  

• 00080-02258 High pressure 
hose 10 m

STANDARD EQUIPMENT

• 00080-02258 10 m High pressure 
hose - 3/8" - Ø 5/16" - 310 bar

• 00080-02089 8 m High pressure hose 
- 1/4" M22  - Ø 1/4" 210 bar

(mod. 1211)

• 00080-02966 Lance Turbo type 1 
M22 - 0,45 (mod. 1211)

• 00080-02986 Lance Turbo 
M22 - 0,30 (mod. 2007)

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Oversized axial motor pump with 
integral ceramic pistons and brass 
head

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements

Detergent tank integrated into the 
frame with a capacity of 7.5 litres 
for indirect suction of the chemical 
product 

Practical hose reel connected under 
pressure to use only the necessary 
length of hose and to rewind it 
easily after use
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three steel pistons, brass axial pump head with built-in by-pass valve • Easy to transport thanks to a practical top grip and anti-vibration 
supports (only model Lite) • Induction 2-pole motor (2800 rpm) • Trolley with wheels Ø 250 mm (only 2W model) • Glicerine pressure 
gauge. • EASY START device • Total Stop system • Rotary switch • Motor thermal protection

LITE 1510 XP model

LITE 2W 1510 XP model

Lite/Lite 2W

LITE 1510 XP LITE 2W 1510 XP
code 36016-00019 36016-00023
rated/max pressure 135/150 bar - 1958/2175 psi 135/150 bar - 1958/2175 psi
max delivery flow rate 600 l/h - 2.64 gpm 600 l/h - 2.64 gpm
abs. power/supply 2900 W/230V 1~50Hz 2900 W/230V 1~50Hz
motor power 2,1 kW 2,1 kW
pump model GXR/2800 rpm GXR/2800 rpm
T max water inlet 60°C 60°C
dimension (cm)/weight 26x47x37/25 Kg (55 lbs) 60x43x93/30 Kg (66 lbs)

TECHNICAL DATA

LITE 2W

MORE INFO

LITE

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02576 Gun G1/4" M

• 00080-01740 Lance M22 high/
low pressure

• 00080-03230 Nozzle type 030

• 10002-04140 H.p. hose 10 m 

• 00070-00052 Detergent filter

STANDARD EQUIPMENT

• 10002-03655 Turbo lance • 10002-04322 2 Wheels cart
• 00080-01541 Hose-reel kit (only 

2W model)
• 00058-00632 25 m pipe 

cleaning hose

OPTIONAL

PLUS

Axial motor pump with stainless 
steel pistons, brass head, double 
water seal

Convenient and functional rotary 
switch for easy switching on and off

Sturdy painted steel frame with 
anti-vibration feet for stability, 
ergonomic handle for easy 
movement (Lite). Trolley version 
(2W) with large rear wheels with a 
diameter of 250 mm to improve its 
transportation capacity

Hose reel (optional on the Trolley 
version) connected under pressure 
to use only the necessary length of 
hose and to rewind it easily after 
use
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three full ceramic pistons, brass linear pump head with by-pass valve • Easy to transport thanks to a practical top grip and anti-vibration supports 
(only model Lite) • Trolley with wheels Ø 250 mm (only 2W model) • 4-pole motor (1400 rpm) • Glicerine pressure gauge. • EASY START 
device • Total Stop system • Rotary switch • Motor thermal protection

LITE PRO 1510 LP model

Lite PRO/Lite PRO 2W

LITE PRO 2W 1510 LP model

LITE PRO 1510 XP LITE PRO 2W 1510 XP
code 36016-00020 36016-00024
rated/max pressure 140/150 bar - 2030/2175 psi 140/150 bar - 2030/2175 psi
max delivery flow rate 600 l/h - 2.64 gpm 600 l/h - 2.64 gpm
abs. power/supply 2900 W/230V 1~50Hz 2900 W/230V 1~50Hz
motor power 2,1 kW 2,1 kW
pump model CL3.1/1400 rpm CL3.1/1400 rpm
T max water inlet 60 °C 60 °C
dimension (cm)/weight 26x47x37/35 Kg (77 lbs) 60x43x93/40 Kg (88 lbs)

TECHNICAL DATA

RPM
1400

LITE PRO 2W

MORE INFO

LITE PRO

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

STANDARD EQUIPMENT

• 10002-03624 Turbo lance • 10002-04322 2W cart
• 00080-01541 Hose-reel kit (only 

2W model)
• 00058-00632 25 m pipe 

cleaning hose

OPTIONAL

PLUS

4 pole induction motor (1400 
rpm): the low rotation speed 
significantly extends the life of the 
components inside the motor pump, 
guaranteeing greater efficiency and 
silence

Integral ceramic self-priming three-
piston linear pump, the best solution 
for a professional product

Sturdy painted steel frame with 
anti-vibration feet for stability, 
ergonomic handle for easy 
movement (Lite). Trolley version 
(2W) with large rear wheels with a 
diameter of 250 mm to improve its 
transportation capacity

Hose reel (optional on the Trolley 
version) connected under pressure 
to use only the necessary length of 
hose and to rewind it easily after 
use

 
• 00080-01009 Gun M22 - 3/8.

 
• 10002-03553 Lance M22 

high/low pressure

 
• 00080-01368 Stainless steel nozzle 

type 040  
• 00014-00276 High pressure 

hose 10 m

• 00070-00052 Detergent filter



PROFESSIONAL LINE

28

COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three ceramic coated pistons, overdimensioned brass linear pump head with built-in by-pass valve. • Total stop • Suction and delivery 
Stainless steel valves. • Integrated detergent suction with external suction probe • Pressure regulator. • Glicerine pressure gauge. • Accessory 
holder. • Ergonomic handle. 

Bolt

Bolt 1510 LP
code 36086-00027
rated/max pressure 150/180 bar - 2175/2610 psi
max delivery flow rate 540 l/h - 2.4 gpm
abs. power/supply 2800 W/230V 1~50Hz
motor power 2,1 kW
pump model MP4/1400 rpm
T max water inlet 40°C
dimension (cm)/weight 43x50x85/36 Kg (79,3 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02541 Gun M22

• 00080-02988 Lance M22 high/
low pressure

• 00080-02389 High pressure hose 
R1 10 m

• 00070-00479 Water filter 
3/4F-3/4M

STANDARD EQUIPMENT

• 10002-08676 Hose reel set 
(hose not included) 

• 10001-10148  Hose reel with 15 m 
R1 hose included

• 00080-02986 Lance Turbo 
M22 - 0,30

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Convenient and functional rotary 
switch for easy switching on and off

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements

Practical hose reel (optional) 
connected under pressure to use 
only the necessary length of hose 
and to rewind it easily after use
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection. • Three ceramic coated pistons, brass linear pump head with built-in by-pass 
valve. • Suction and delivery Stainless steel valves. • Detergent built-in tank for indirect suction. • Pressure regulator. • Glicerine pressure 
gauge. • Hose reel (optional). • Accessory holder. • Hose-holder. • Ergonomic handle. • 7,5 lt. detergent tank.

Arizona

Arizona 1209 LP Arizona 1311 LP Arizona 1311 LP with hose reel
code 36085-00025 36085-00028 36085-00032
rated/max pressure 120/150 bar - 1740/2175 psi 130/150 bar - 1885/2175 psi 130/150 bar - 1885/2175 psi
max delivery flow rate 510 l/h - 2.24 gpm 660 l/h - 2.90 gpm 660 l/h - 2.90 gpm
abs. power/supply 2300 W/230V 1~50Hz 2900 W/230V 1~50Hz 2900 W/230V 1~50Hz
motor power 1,7 kW 2,1 kW 2,1 kW
pump model MP3/1400 rpm MP3/1400 rpm MP3/1400 rpm
T max water inlet 40°C 40°C 40°C
dimension (cm)/weight 59x37x87/26 Kg (57 lbs) 59x37x87/28 Kg (61 lbs) 59x37x87/28 Kg (61 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-02576 Gun M22

 
• 00080-01701 Gun M22 - 3/8.

(mod. 36085-00032)

• 00080-02770 Lance M22.

• 10002-12433 
High pressure nozzle set

(mod. 1209)
• 10002-12357 

High pressure nozzle set 
(mod. 1311)

• 00080-02332 High pressure hose 
8 m

• 00080-02258 High pressure hose 
8 m (mod. 36085-00032)

STANDARD EQUIPMENT

• 00080-03481  
Turbo nozzle head 

• 00080-02089 8 m High pressure hose 
- 1/4" M22  - Ø 1/4" 210 bar

(mod. 1311 LP)

• 00080-02966 Lance Turbo type 1 
M22 - 0,45

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements 

Convenient and functional rotary 
switch for easy switching on and off

Detergent tank integrated into the 
frame with a capacity of 7.5 litres 
for indirect suction of the chemical 
product
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection. • Three ceramic coated pistons, brass linear pump head with built-in by-pass 
valve. • Suction and delivery Stainless steel valves. • Detergent built-in tank for indirect suction. • Pressure regulator. • Glicerine pressure 
gauge. • Accessory holder. • Hose-holder. • Ergonomic handle. • 7,5 l detergent tank.

HA

HA 1311 LP HA 1510 LP
code 36085-00039 36085-00044
rated/max pressure 130/150 bar - 1885/2175 psi 150/160 bar - 2175/2320 psi
max delivery flow rate 660 l/h - 2.9 gpm 600 l/h - 2.64 gpm
abs. power/supply 2900 W/230V 1~50Hz 3000 W/230V 1~50Hz
motor power 2,1 kW 2,1 kW
pump model MP3/1400 rpm MP3/1400 rpm
T max water inlet 40°C 40°C
dimension (cm)/weight 59x37x87/28 Kg (61 lbs) 59x37x87/28 Kg (61 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-03481  
Turbo nozzle head 

• 00080-02254 8 m High pressure 
hose - 3/8" M22 - Ø 1/4" - 210 bar

• Turbo Lance code:
00080-02966 - (mod. 1311)
00080-02986 - (mod. 1510)

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements 

Convenient and functional rotary 
switch for easy switching on and off

Detergent tank integrated into the 
frame with a capacity of 7.5 litres 
for indirect suction of the chemical 
product

 
• 00080-01701 Gun M22 - 3/8.

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1311)
• 00080-03185 Nozzle type 

030 (mod. 1510)
 

• 00080-02254 High pressure 
hose 8 m

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection (mod. 1 ph) • 4 poles electrical motor (1400 rpm) with thermal protection and water 
cooling (mod. 3 ph) • Three ceramic coated pistons (Tucson 1211/1509). Three full ceramic pistons (Tucson 1713/2017) • Suction and delivery 
Stainless steel valves. • Low voltage and delayed Total Stop (mod. 3 ph) • Detergent built-in tank for indirect suction (2,8 lt.). • Pressure regulator. 
• Glicerine pressure gauge. 

Tucson

Tucson 1211 LP Tucson 1509 LP Tucson 1713 LP Tucson 2017 LP
code 36089-00001 36089-00002 36089-00003 36089-00004
rated/max pressure 120/150 bar - 1740/2175 psi 150/160 bar - 2175/2320 psi 170/190 bar - 2465/2755 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 660 l/h - 2.9 gpm 540 l/h - 2.37 gpm 780 l/h - 3.43 gpm 1020 l/h - 4.4 gpm
abs. power/supply 3000 W/230V 1~50Hz 3000 W/230V 1~50Hz 5200 W/400V 3~50Hz 7500 W/400V 3~50Hz
motor power 2,2 kW 2,2 kW 4,0 kW 5,5 kW
pump model MP3/1400 rpm MP3/1400 rpm MPW3.5/1400 rpm MPW3.5/1400 rpm
T max water inlet 40°C 40°C 40°C 40°C
dimension (cm)/weight 76x41x75/33 Kg (72,6 lbs) 76x41x75/33 Kg (72,6 lbs) 76x41x75/42 Kg (92,4 lbs) 76x41x75/44 Kg (96,8 lbs)

TECHNICAL DATA

Models: 
1211 LP/1509 LP

Models: 
1713 LP/2017 LP

Models: 
1713 LP/2017 LP

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-03481  
Turbo nozzle head 

• 00080-02254 8 m High pressure 
hose - 3/8" M22 - Ø 1/4" - 210 bar 

(mod. 1211/1509)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• Turbo Lance code:
00080-02966 - (mod. 

1211/2017)
00080-02967 - (mod. 

1713/2017)
00080-02986 - (mod. 1509)

• Sand-blasting lance code:
00080-02957 (mod. 1211) 

00080-02958 (mod. 1713/2017)

OPTIONAL

PLUS

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements 

Total stop delayed and in low 
voltage: the device delays the 
shutdown of the high pressure 
cleaner by 15 seconds from the last 
release of the gun lever, for safety, 
energy saving and prevention of 
faults or overheating of the motor 
pump

Integrated cleaning tank with a 
capacity of 2.8 litres for indirect 
suction of the chemical product

 
• 00080-01701 Gun M22 - 3/8 

(mod. 1211/1509)

• 00080-01695 Gun M22 - 
3/8 with rotating coupling (mod. 

1713/2017) 

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1211)
• 00080-03185 Nozzle type 

030 (mod. 1509)
• 00080-03190 Nozzle type 
055 (mod. 1713/2017)

 
• 00080-02347 High pressure hose 

10 m (mod. 1713/2017)
• 00080-02254 High pressure hose 

8 m (mod. 1211/1509)

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling (mod. 1713 LP/2017 LP) • Three ceramic coated pistons 
(mod. 1509 LP). • Three full ceramic pistons (mod. 1713 LP/2017 LP). • Built-in by-pass valve nickel plating brass linear pump head with 
high temperature water seals and bushing. • Suction and delivery Stainless steel valves. • Low voltage and delayed Total Stop (mod. 1713 
LP/2017 LP) • Detergent built-in tank for indirect suction (2,8 lt.). • Pressure regulator. • Glicerine pressure gauge. • Hose-reel.

HNR

HNR 1509 LP HNR 1713 LP HNR 2017 LP
code 36089-00013 36089-00014 36089-00015
rated/max pressure 150/160 bar - 2175/2320 psi 170/190 bar - 2465/2755 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 540 l/h - 2.37 gpm 780 l/h - 3.43 gpm 1020 l/h - 4.4 gpm
abs. power/supply 3000 W/230V 1~50Hz 5200 W/400V 3~50Hz 7500 W/400V 3~50Hz
motor power 2,2 kW 4,0 kW 5,5 kW
pump model MP3 Ni/1400 rpm MPW3.5 Ni/1400 rpm MPW3.5 Ni/1400 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 76x40x75/33 Kg (72,6 lbs) 76x40x75/42 Kg (92,4 lbs) 76x40x75/44 Kg (96,8 lbs)

TECHNICAL DATA

NICKEL
PLATING

Model: 
1509 LP

Models: 
1713 LP/2017 LP

Models: 
1713 LP/2017 LP

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-03481  
Turbo nozzle head 

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• Turbo Lance code:
00080-02967 - (mod. 

1713/2017)
00080-02986 - (mod. 1509)

• Sand-blasting lance code:
00080-02957 (mod. 1509) 

00080-02958 (mod. 1713/2017)

OPTIONAL

PLUS

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements 

Total stop delayed and in low 
voltage: the device delays the 
shutdown of the high pressure 
cleaner by 15 seconds from the last 
release of the gun lever, for safety, 
energy saving and prevention of 
faults or overheating of the motor 
pump

Integrated cleaning tank with a 
capacity of 2.8 litres for indirect 
suction of the chemical product

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03190 Nozzle type 055 

(mod. 1713/2017)
• 00080-03185 Nozzle type 030 

(mod. 1509)

 
• 00080-02258 High pressure hose 

10 m (mod. 1509)
• 00080-02259 High pressure hose 

10 m (mod. 1713/2017)

STANDARD EQUIPMENT



PROFESSIONAL LINE

38

COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three full ceramic pistons, brass linear pump head with 
by-pass valve. • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel valves. • Detergent built-in tank for indirect 
suction (2,8 lt.). • Pressure regulator. • Glicerine pressure gauge. • Hose-reel.

Tucson XL

Tucson XL 2015 LP Tucson XL 2021 LP Tucson XL 2515 LP
code 36090-00001 36090-00002 36090-00003
rated/max pressure 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi 250/280 bar - 3600/4061 psi
max delivery flow rate 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm 900 l/h - 3.96 gpm
abs. power/supply 7000 W/400V 3~50Hz 9400 W/400V 3~50Hz 9400 W/400V 3~50Hz
motor power 5,5 kW 7,5 kW 7,5 kW
pump model CL6/1400 rpm CL6/1400 rpm CL6/1400 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 61x40x91/69 Kg (152 lbs) 61x40x91/70 Kg (154 lbs) 61x40x91/70 Kg (154 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-03481  
Turbo nozzle head 

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• Turbo Lance code:
00080-02966 - (mod. 

2015/2515)
00080-02968 - (mod. 2021)

• Sand-blasting lance code:
00080-02957 (mod. 2015/2515) 

00080-02959 (mod. 2021)

OPTIONAL

PLUS

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
tapered roller bearings, double oil 
viewer and brass head

New flanged pressure regulating 
valve L3.1, internal passages 
resized to ensure correct operation 
even in high operating flow 
conditions

Total stop delayed and in low 
voltage: the device delays the 
shutdown of the high pressure 
cleaner by 15 seconds from the last 
release of the gun lever, for safety, 
energy saving and prevention of 
faults or overheating of the motor 
pump.

Integrated cleaning tank with a 
capacity of 2.8 litres for indirect 
suction of the chemical product

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 2015)
• 00080-03193 Nozzle type 070 

(mod. 2021)
• 00080-03187 Nozzle type 040 

(mod. 2515)

 
• 00080-02259 High pressure hose 

10 m

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three full ceramic pistons, Nickel plating brass linear 
pump head with high temperature water seals and bushing. • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel valves. 
• Detergent built-in tank for indirect suction (2,8 lt.). • Pressure regulator. • Glicerine pressure gauge.  

HNR XL

HNR XL 2015 LP HNR XL 2021 LP HNR XL 2515 LP
code 36090-00008 36090-00009 36090-00010
rated/max pressure 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi 250/280 bar - 3600/4061 psi
max delivery flow rate 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm 900 l/h - 3.96 gpm
abs. power/supply 7000 W/400V 3~50Hz 9400 W/400V 3~50Hz 9400 W/400V 3~50Hz
motor power 5,5 kW 7,5 kW 7,5 kW
pump model CL6 Ni/1400 rpm CL6 Ni/1400 rpm CL6 Ni/1400 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 61x40x91/69 Kg (152 lbs) 61x40x91/70 Kg (154 lbs) 61x40x91/70 Kg (154 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-03481  
Turbo nozzle head 

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• Turbo Lance code:
00080-02966 - (mod. 

2015/2515)
00080-02986 - (mod. 2021)

• Sand-blasting lance code:
00080-02957 (mod. 2015/2515) 

00080-02959 (mod. 2021)

OPTIONAL

PLUS

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
tapered roller bearings, double oil 
viewer and brass head

New flanged pressure regulating 
valve L3.1, internal passages 
resized to ensure correct operation 
even in high operating flow 
conditions

Total stop delayed and in low 
voltage: the device delays the 
shutdown of the high pressure 
cleaner by 15 seconds from the last 
release of the gun lever, for safety, 
energy saving and prevention of 
faults or overheating of the motor 
pump

Integrated cleaning tank with a 
capacity of 2.8 litres for indirect 
suction of the chemical product

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 2015)
• 00080-03193 Nozzle type 070 

(mod. 2021)
• 00080-03187 Nozzle type 040 

(mod. 2515)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

Columbia-R

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling (3 ph model). • Three ceramic coated pistons (1 ph model), full ceramic  
pistons (3 ph model), brass linear pump head with built-in by-pass valve. • Low voltage and delayed Total Stop (3 ph model). • Suction and 
delivery Stainless steel valves. • Integrated detergent suction with external suction probe. • Pressure regulator. • Glicerine pressure gauge. 
• Hose reel (optional). • Accessory holder. • Power cable holder. • Steel frame. • Steel cover.

Columbia R 1211 LP Columbia R 2015 LP
code 36082-00154 36082-00155
rated/max pressure 120/150 bar - 1740/2175 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 660 l/h - 2.91 gpm 900 l/h - 3.96 gpm
abs. power/supply 3000 W/230V 1~50Hz 7000 W/400V 3~50Hz
motor power 2,2 kW 5,5 kW
pump model MP3/1400 rpm CL6 Ni/1400 rpm
T max water inlet 60°C 60°C
dimension (cm)/weight 50x90x83/37 Kg (81 lbs) 50x90x83/51 Kg (112 lbs)

TECHNICAL DATA

Model: 
1211 LP

Model: 
2015 LP

Model: 
2015 LP

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 10001-10249
High-pressure hose reel

(hose not included)

• 00080-02254 8 m High pressure 
hose - 3/8" M22 - Ø 1/4" - 210 bar 

(mod. 1211)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry (mod. 2015)

• 00080-02966 Lance Turbo type 1 
M22 - 0,45

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Painted steel frame with support 
foot for stable positioning and 
ergonomic handle for easy 
movement

Sturdy protective steel cover to 
protect the motor pump against 
accidental impacts

Practical hose reel (optional) 
connected under pressure to use 
only the necessary length of hose 
and to rewind it easily after use

 
• 00080-01701 Gun M22 - 3/8 

(mod. 1211).

• 00080-01695 Gun M22 - 3/8 
with rotating coupling (mod. 2015). 

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045  

• 00080-02347 High pressure hose 
10 m (mod. 2015)

• 00080-02254 High pressure hose 
8 m (mod. 1211)

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

HCR

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three ceramic pistons, Nickel plating brass linear pump head 
(model 1515/2015/2021/2515) brass linear pump head (model 1211) with high temperature water seals and flanged valve and pressure regulator. 
• Suction and delivery Stainless steel valves.• Integrated elastic joint, for best pump coupling • Low voltage and delayed Total Stop • Integrated 
detergent suction with external suction probe. • Glicerine pressure gauge. • Hose reel (optional). • Galvanized steel frame. • Stainless Steel covers. 

HCR 1211 LP HCR 1515 LP HCR 2015 LP HCR 2021 LP HCR 2515 LP
code 36082-00170 36082-00137 36082-00138 36082-00139 36082-00140
rated/max pressure 120/150 bar - 1740/2175 psi 150/180 bar - 2175/2610 psi 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi 250/280 bar - 3600/4061 psi
max delivery flow rate 660 l/h - 2.9 gpm 900 l/h - 3.96 gpm 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm 900 l/h - 3.96 gpm
abs. power/supply 3000 W/230V 1~50Hz 5000 W/400V 3~50Hz 7000 W/400V 3~50Hz 9400 W/400V 3~50Hz 8500 W/400V 3~50Hz
motor power 2,2 kW 4,0 kW 5,5 kW 7,5 kW 7,5 kW
pump model CL3.8/1400 rpm CL6 Ni/1400 rpm CL6 Ni/1400 rpm CL6 Ni/1400 rpm CL6 Ni/1400 rpm
T max water inlet 60°C 60°C 60°C 60°C 60°C
dimension (cm)/weight 50x90x83/54 Kg (119 lbs) 50x90x83/54 Kg (119 lbs) 50x90x83/56 Kg (123 lbs) 50x90x83/58 Kg (128 lbs) 50x90x83/59 Kg (130 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

Models: 
1515 LP/2015 LP
2021 LP/2515 LP

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 10001-10249
High-pressure hose reel

(hose not included)

• 10001-10260 Foam System
Device for dense foam production

and spreading.

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• Turbo Lance code:
00080-02966 - (mod. 

1211/2015/2515)
00080-02986 - (mod. 2021)
00080-02967 - (mod. 1515)

OPTIONAL

PLUS

New CL3.8 and CL 6.0 self-priming 
pumps with three pistons in integral 
ceramic, double oil viewer and 
brass head. New flanged pressure 
regulating valve L3.1, internal 
passages resized to ensure correct 
operation even in high operating 
flow conditions

Built-in elastic joint for better pump/
motor coupling

Sturdy protective steel cover to 
protect the motor pump against 
accidental impacts

Practical hose reel (optional) 
connected under pressure to use 
only the necessary length of hose 
and to rewind it easily after use

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1211-2015)
• 00080-03191 Nozzle type 

060 (mod. 1515)
• 00080-03193 Nozzle type 070 

(mod. 2021)
• 00080-03187 Nozzle type 040 

(mod. 2515)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

KCR

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three ceramic pistons, Nickel plating brass linear pump 
head with high temperature water seals and bushing. • Integrated elastic joint, for best pump coupling • Low voltage and delayed Total Stop. 
• Suction and delivery Stainless steel valves. • Integrated detergent suction with external suction probe. • Pressure regulator. • Glicerine 
pressure gauge. • Galvanized steel frame. • Stainless Steel covers. 

KCR 2015 LP KCR 2021 LP KCR 2515 LP
code 36092-00006 36092-00011 36092-00010
rated/max pressure 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi 250/280 bar - 3600/4061 psi
max delivery flow rate 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm 900 l/h - 3.96 gpm
abs. power/supply 7000 W/400V-415 3~50Hz 9400 W/400V-415 3~50Hz 8500 W/400V 3~50Hz
motor power 5,5 kW 7,5 kW 7,5 kW
pump model CL6 Ni/1400 rpm CL6 Ni/1400 rpm CL6 Ni/1400 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 50x90x83/56 Kg (123 lbs) 50x90x83/58 Kg (128 lbs) 50x90x83/59 Kg (130 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-01529 Kit hose reel with 
hose R2-5/16’’ 15 m. included 

for KCR 2015/2515

• 00080-01524 Kit hose reel with 
hoseR2-3/8’’ 15 m. included 

for KCR 2021

• 00080-02966 Turbo Lance 
(2015/2515)

• 00080-02968 Turbo Lance (2021)
• 00080-02957 Sandblasting lance 

(2015/2515)

• 00080-02959 Sandblasting lance 
(2021)

OPTIONAL

PLUS

New CL 6.0 self-priming pumps 
with three pistons in integral 
ceramic, double oil viewer and 
brass head. New flanged pressure 
regulating valve L3.1, internal 
passages resized to ensure correct 
operation even in high operating 
flow conditions

Integrated detergent tank with 
external probe for indirect suction of 
the chemical product

Painted steel handle adjustable 
via hinged joints, foldable to 
reduce dimensions and to improve 
portability

Sturdy stainless steel fairings for 
protection against accidental 
impacts

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 2015)
• 00080-03193 Nozzle type 070 

(mod. 2021)
• 00080-03187 Nozzle type 040 

(mod. 2515)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

Models: 1515 LP/2015 
LP/2021 LP

Models: 1515 LP/2015 LP
2021 LP

MCHP

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three full ceramic  pistons, brass linear pump head 
with built-in by-pass valve. • Integrated elastic joint, for best pump coupling. • Low voltage and delayed Total Stop. • Suction and delivery 
Stainless steel valves. • Detergent built-in tank for indirect suction. • Pressure regulator. Glicerine pressure gauge. • Pressure accumulator 
(only model 2021). • Wall mount support (optional code 10001-10216). • Galvanized steel frame. • Plastic covers models MCHPV. 

MCHPV 1515 LP MCHPV 2015 LP MCHPV 2021 LP
code 36077-00002 36077-00003 36077-00004
rated/max pressure 150/180 bar - 2175/2610 psi 200/230 bar - 2900/3335 psi 200/210 bar - 2900/3045 psi
max delivery flow rate 900 l/h - 3.96 gpm 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm
abs. power/supply 5000 W/400V 3~50Hz 7000 W/400V 3~50Hz 9400 W/400V 3~50Hz
motor power 4,0 kW 5,5 kW 7,5 kW
pump model CL6/1400 rpm CL6/1400 rpm CL6/1400 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 75x50x35/43 Kg (95 lbs) 75x50x35/46 Kg (101 lbs) 75x50x35/58 Kg (128 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

Other available versions:
36077-00037 - MCHPX 1211 LP with stainless steel frame and fairings
36077-00038 - MCHPX 2015 LP with stainless steel frame and fairings

• 10001-10145  For food industry: 00080-01688 Gun + 00080-01717 S.S lance + 
00080-02263 10mt Hose AP food + 00009-02100 Hose adapter + 00009-02101 Hose adapter

/Gun

 

• 10001-10146 For industry: 00080-01695 Gun + 00080-01715 lance 
+ 00080-02347 10mt Hose AP + 00009-02100 Hose adapter

 

• 00080-03285 - Nozzle 060 
(mod. 1515)

• 00080-03283 - Nozzle 045 
(mod. 2015)

• 00080-03287 - Nozzle 075 
(mod. 2021)

• 10001-10216 - Brackets for wall mounting

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar 

food industry

• Turbo Lance code:
00080-02966 - (mod. 

1211/2015)
00080-02986 - (mod. 

2021)
00080-02967 - (mod. 

1515)

• Sand-blasting lance code:
00080-02957 (mod. 

1211/2015) 
00080-02958 (mod. 2021)

OPTIONAL

PLUS

Stacking module structure, it adapts 
perfectly to any type of installation

Built-in elastic joint for better pump/
motor coupling

Wall Kits (optional) allows 
application to the wall for ease of 
use

Stainless steel versions for the food 
sector
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COLD WATER

HIGH PRESSURE CLEANERS

PRESSURE
200/350 bar

On request 60Hz version

CHARACTERISTICS

• 4 poles electrical motor 12-15 hp with thermal protection • Motor-pump with flexible joint • Heavy duty structure with stainless steel 
covers • High filtering capacity cartridge suction brass filter • RW Triplex Premium pumps • Pressure gauge with stainless steel casing • Hot 
water seals 4-poles (1400 rpm) motor well oversized and protected with paint. Ø 300 wheels with brake • Highly professional unloader 
valve with external bypass • Timed Total Stop • Low voltage control panel • Contactor • Thermal relay motor protection • Hose reel with 20 m 
hose can be mounted on request (mod. 2521/3518) • Practical and safe housing accessories

Indo 2521 E LP Indo 3518 E LP Indo 2030 E LP
code 36019-00062 36019-00063 36019-00066
rated/max pressure 250/260 bar - 3626/3770 psi 350/360 bar - 5076/5221 psi 200/220 bar - 2900/3190 psi
max delivery flow rate 1290 l/h - 5.6 gpm 1110 l/h - 4.8 gpm 1860 l/h - 8.1 gpm
abs. power/supply 10000 W/400V 3~50Hz 11500 W/400V 3~50Hz 11500 W/400V 3~50Hz
motor power 7,5 kW 9,2 kW 11 kW
pump model RW/1400 rpm TW/1400 rpm TW/1400 rpm
T max water inlet 85°C 85°C 85°C
dimension (cm)/weight 126x74x98/125 Kg (275,5 lbs) 126x74x98/130 Kg (286,5 lbs) 126x74x98/130 Kg (286,5 lbs)

TECHNICAL DATA

Indo E

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• Turbo lance code:
10002-04103 (mod. 2521)
10002-04104 (mod. 3518)

• for model 2030: on 
request

• Pipe cleaning hose 25 m 
code:

00058-02983 (mod. 2521)
00058-00650 (mod.3518)

• for model 2030: on 
request

• Extension hose 10 m code:
10002-04105 (mod. 

2521/2030)
10002-04106 (mod. 3518)

• Sand-blasting lance 500 
bar code:

10002-04107 
(mod.2521/2030)

10002-04108 (mod. 3518)

OPTIONAL

PLUS

Widely oversized 4-pole industrial 
electric motor, protected from 
painting and equipped with 
elastic joint for better motor/pump 
coupling

RW/TW Premium self-priming 
three-piston pumps in integral 
ceramic, tapered roller bearings, 
double oil viewer and brass head

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

Automatic regulation valve with 
external by-pass and gradual 
pressure reset (Indo 3518)

• 00080-01097 Gun ML 955 - M22 
with quick coupling (mod. 2521-2030)
• 00080-01098 Gun ML 955 - M24 

with quick coupling (mod. 3518)

 
• 10002-04019 lance SF40 mecline 

M22 (mod.2521-2030)
• 10002-04020 lance SF40 mecline 

M24 (mod.3518)

 
• 00080-01368 Nozzle type 040

(mod. 3518)
• 00080-00359 Nozzle type 055 

(mod. 2521)
• 00080-03339 Nozzle type 2510 

(mod. 2030)

 
• 10002-04109 High pressure hose

10 m (mod.2521/2030)
• 10002-04110 High pressure hose

10 m (mod.3518)

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

PRESSURE
200/500 bar

Lena E

On request 60Hz version

CHARACTERISTICS

• Sturdy frame painted with anti-corrosive treatment • Stainless steel cover panels • Low voltage (24V) control panel with start-delta 
system • Handy lance and gun storage • High filtering capacity cartridge suction filter • Ø 300 industrial wheels with brake • Electric motor (1400 
rpm) 20,25 and 30 hp • TW 500 Premium pumps /TW • Motor-pump coupling by means of a flexible joint • Automatic unloader valve with external 
bypass and gradual pressure restoring (on 5018 and 5021 models) • Overheating thermostatic valve • Low voltage (24V) start-up panel (star-delta) 
• Remote switch and motor cut-out with thermal relay • Emergency stop button • Hour counter • Hose reel with 20 mt hose can be mounted 
on request (cod. 00080-01521)

Lena 5015 E LP Lena 5018 E LP Lena 5021 E LP Lena 2042 E LP
code 36019-00068 36019-00069 36019-00070 36019-00074
rated/max pressure 500/520 bar - 7252/7541 psi 500/520 bar - 7252/7541 psi 500/520 bar - 7252/7541 psi 200/215 bar - 2900/3118 psi
max delivery flow rate 990 l/h - 4.3 gpm 1110 l/h - 4.8 gpm 1260 l/h - 5.55 gpm 2520 l/h - 11.09 gpm
abs. power/supply 15000 W/380-415V 3~50Hz 19000 W/380-415V 3~50Hz 23000 W/380-415V 3~50Hz 18500 W/380-415V 3~50Hz
motor power 15 kW 18,5 kW 22 kW 18,5 kW
pump model TW500/1400 rpm TW500/1400 rpm TW500/1400 rpm TW/1400 rpm
T max water inlet 60°C 60°C 60°C 60°C
dimension (cm)/weight 118,5x74x100/215 Kg (473 lbs) 118,5x74x100/260 Kg (496 lbs) 118,5x74x100/285 Kg (507 lbs) 118,5x74x100/225 Kg (496 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• Turbo lance code:
10002-04094 (mod. 5015)
10002-04095 (mod. 5018)
10002-04096 (mod. 5021)

• for model 2042: on request

• Pipe cleaning hose 25 m code:
00058-00648 (mod. 5015)

00058-00649 (mod. 5018/5021)
• for model 2042: on request

• Extension hose 20 m. 
10002-04098

• Sand-blasting lance 500 bar 
code:

10002-04100 (mod. 5015)
10002-04101 (mod. 5018/5021)

• for model 2042: on request

• 00069-00223 Apron

OPTIONAL

PLUS

Widely oversized 4-pole industrial 
electric motor, protected from 
painting and equipped with 
elastic joint for better motor/pump 
coupling

TW Premium 500 self-priming 
three-piston pumps in integral 
ceramic, tapered roller bearings, 
double oil viewer and brass head

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

Automatic adjustment valve with 
external by-pass and gradual 
pressure reset (Lena 5021)

• 00080-01099 Gun ML 960 with quick 
coupling M24-M24 (mod.5015/5018)

• 00080-03947 Gun ML955 M24 
(mod. 2042)

• 00080-01100 Gun ML 710 with quick 
coupling M24-M24 (mod.5021)

• 10002-04021 Stainless steel Lance 
500 bar L50 (mod.5015/5018/2042) • 10002-04022 Stainless steel Lance 

500 bar L70 (mod.5021)

• 00080-00355 Nozzle type 028  
(mod. 5015)

• 00080-00350 Nozzle type 035  
(mod. 5018)

• 00080-00317 Nozzle type 040  
(mod. 5021)

• 00080-03340 Nozzle type 12  
(mod. 2042)

• 10002-04111 High pressure hose 
10 m

• 10002-04110 High pressure hose 
10 m (mod. 2042)

• 00009-02403 Rotating coupling 
G3/8M - M24 AISI303

STANDARD EQUIPMENT
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COLD WATER

HIGH PRESSURE CLEANERS

PRESSURE

700 bar

Irtys E

Irtys E LP
code 36019-00084
rated/max pressure 700/770 bar - 10152/11167 psi
max delivery flow rate 900 l/h - 3.96 gpm
abs. power/supply 22000 W/380-415V 3~50Hz
motor power 22 kW
pump model TW700/1400 rpm
T max water inlet 60°C
dimension (cm)/weight 100x75x85/230 Kg (507 lbs)

TECHNICAL DATA

CHARACTERISTICS

• Sturdy frame painted with anti-corrosive treatment • Stainless steel cover panels • Handy lance and gun storage • High filtering capacity cartridge 
suction filter • Pneumatic wheels with steel hub and air chamber • Electric motor (1400 rpm) 30 hp • TW 700 triplex pump • Motor-pump coupling with 
flexible joint • Stainless steel pressure gauge • Automatic unloader valve with external bypass and gradual pressure relief • Safety valve • Overheating 
thermostatic valve • Low voltage (24V) start-up panel (star-delta) • Remote switch and motor cut-out with thermal relay • Emergency stop button • Hour 
counter

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER

• 00080-04623  Turbo nozzle
• 00080-01225 

Sand blasting lance

• 00069-00250 Helmet kit + apron 
+ hand protections + gaiters

OPTIONAL

PLUS

Widely oversized 4-pole industrial 
electric motor, protected from 
painting and equipped with 
elastic joint for better motor/pump 
coupling

TW Premium 700 pump with nickel-
plated brass head and ceramic 
pistons 

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

Standard 1000 bar accessories , 
oversized to ensure the highest level 
of safety for the operator

• 00080-04562 Gun RL1100 
with lance

• 00080-04553 Nozzle type 020 
700 bar

• 00042-00243 Safety sock for gun

• 00070-00710 Self-cleaning 
filter 1"G

• 00014-00520 High pressure 
hose with safety sock 20 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Thermic 5H

CHARACTERISTICS

• Three ceramic coated pistons, brass axial pump head with built-in by-pass valve. • Suction and delivery Stainless steel valves. 5 hp 
Honda GP 160 unleaded gasoline engine. • Manual start • Integrated detergent suction with external suction probe. • Pressure regulator. 
• Glicerine pressure gauge. • Hose reel (optional). • Suction hose with check valve (optional). • Steel frame. • Hose holder. • 3,1 l 
gasoline tank.

Thermic 5H
code 36113-00053
rated/max pressure 160/190 bar - 2320/2755 psi
max delivery flow rate 570 l/h - 2.51 gpm
engine type Honda GP 160
motor power 5 hp
pump model TPBH4/3400 rpm
T max water inlet 40°C
dimension (cm)/weight 70x59x97/37 Kg (81 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 10001-10200 High-pressure hose 
reel (hose not included)

• 10002-12275 Suction hose with 
check valve

• 00080-02254 8 m High pressure 
hose - 3/8" M22 - Ø 1/4" - 210 bar

• 00080-02261 20 m High pressure 
hose - 3/8" - Ø 5/16" - 400 bar

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Linear self-priming pump with three 
ceramic pistons and brass head

Sturdy painted steel frame with 
rear wheels and anti-vibration front 
foot for stable positioning, handle 
with ergonomic handle for easy 
movement on any type of surface

Side support for lance and gun 
housing 

Pneumatic wheels to dampen 
vibrations and to promote 
movement on any type of surface

 
• 00080-01701 Gun M22 - 3/8.

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03186 Nozzle type 035  

• 00080-02254 High pressure 
hose 8 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

NEW

Thermic 2W Lite 6L

CHARACTERISTICS

• Loncin G200F gasoline engine • Axial pump with three stainless steel pistons, brass head and integrated regulating valve with double seal • Low pressure 
detergent suction • Easily inspectable suction water filter • Thermostatic valve for overtemperature • Ø 260 pneumatic wheels • Heavy semi-professional use
• Inflated wheels (air chamber)

Thermic 2W lite 6L
code 36001-00053
rated/max pressure 200/220 bar - 2900/3190 psi
max delivery flow rate 630 l/h - 2.7 gpm
engine type Loncin G200F
motor power 6,5 hp
pump model TPBH2/3400 rpm
T max water inlet 40°C
dimension (cm)/weight 55x67x80/28 Kg (61,7 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

PLUS

Axial pump with stainless steel 
pistons, brass head, double water 
seal

Sturdy painted steel frame with rear 
inner tube wheels and front anti-
vibration foot for stable positioning, 
handle with ergonomic handle for 
easy movement on any type of 
surface

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements

Painted steel handle with hose 
holder, removable during 
transportation

• 00080-01137 Gun M22

 
• 10002-03541 Lance M22 high/low 

pressure

 
• 10002-04760 Turbo lance

 
• 00080-00350 Ceramic 

nozzle 15° 035  
• 36001-00053 High pressure hose 

R1 10 m

STANDARD EQUIPMENT



PROFESSIONAL LINE

60

COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three ceramic coated pistons, brass linear pump head with built-in by-pass valve. • Suction and delivery stainless steel valves. • Manual 
start • 6.5 hp unleaded gasoline engine. • Integrated detergent suction with external suction probe. • Glicerine pressure gauge. • Hose-reel 
(optional). • Suction hose with check valve (optional). • Steel frame. • Hose holder. • Nozzles holder. • 3,1 l gasoline tank.

Thermic 6,5
code 36113-00027
rated/max pressure 180/210 bar - 2610/3045 psi
max delivery flow rate 690 l/h - 2.77 gpm
engine type Lifan
motor power 6,5 hp
pump model MP4/3400 rpm
T max water inlet 40°C
dimension (cm)/weight 47x57x57/38,5 Kg (84,9 lbs)

TECHNICAL DATA

Thermic 6,5

MORE INFO



PROFESSIONAL LINE

61

HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 10001-10200  High-pressure hose 
reel (hose not included)

• 10002-12275 Suction hose with 
check valve

• 00080-02264 10 m High pressure 
hose - 3/8" - Ø 3/8" R2

• 00080-02261 20 m High pressure 
hose - 3/8" - Ø 5/16" - 400 bar

OPTIONAL

PLUS

Linear self-priming pump with three 
ceramic pistons and brass head

Sturdy painted steel frame with 
rear wheels and anti-vibration front 
foot for stable positioning, handle 
with ergonomic handle for easy 
movement on any type of surface

Side support for lance and gun 
housing

Pneumatic wheels to dampen 
vibrations and to promote 
movement on any type of surface

 
• 00080-02517 Gun M22 - 1/4”

 
• 00080-02770 Lance M22 with 

nozzle-holder.

 
• 10002-12432 High pressure 

nozzle set  
• 00080-02367 High pressure 

hose 10 m

• 00014-01565 Garden hose 2,5 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Thermic 9 L

CHARACTERISTICS

• Three ceramic coated pistons, brass linear pump head with built-in by-pass valve • Suction and delivery stainless steel valves • Manual start • 9 hp 
unleaded gasoline engine. • By-pass with safety valve. • Integrated detergent suction with external suction probe. • Pressure regulator. • Suction hose 
with check valve (optional). • Hose holder. • Nozzles holder. • 4 l gasoline tank.

Thermic 9 L
code 36113-00033
rated/max pressure 220/250 bar - 3190/3625 psi
max delivery flow rate 900 l/h - 3.96 gpm
engine type Loncin
motor power 9 hp
pump model TPBH5/3400 rpm
T max water inlet 40°C
dimension (cm)/weight 50x67x103/45 Kg (101 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 10002-12275 Suction hose with 
check valve

• High pressure hose code:
00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

• 00080-02966 Lance Turbo type 
1 M22 - 0,45

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Linear self-priming pump with three 
ceramic pistons and brass head

Sturdy painted steel frame with 
rear wheels and anti-vibration front 
foot for stable positioning, handle 
with ergonomic handle for easy 
movement on any type of surface

Side support for lance and gun 
housing and nozzle holder base

Pneumatic wheels to dampen 
vibrations and to promote 
movement on any type of surface

 
• 00080-01701 Gun M22 - 3/8” 

 
• 00080-02770 Lance M22 with 

nozzle-holder.

 
• 10002-12241 High pressure 

nozzle set  
• 00080-02258 High pressure hose 

10 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

only model 9H/13 H

Thermic 2W

CHARACTERISTICS

• Honda GX and Loncin gasoline engines • Heavy duty pump, 3 ceramic pistons, brass pump head and built-in unloader valve • Unleaded gasoline 
engine 9 hp Honda GX 270 (Thermic 2W 9 H) • Unleaded gasoline engine 13 hp Loncin G 390F (Thermic 2W 13 L) • Unleaded gasoline engine 
13 hp Honda GX 390 (Thermic 2W 13 H) • 5 litres detergent tank with filter and cap  • Readily serviceable suction water filter • Oil-alert safety 
device for engine protection • Glicerine pressure gauge. • Ø 300 big pneumatic wheels; easy to handle also up and down steps and over uneven 
ground • stainless steel pump cover on request • Thermostatic valve

Thermic 2W 9 H Thermic 2W 13 L Thermic 2W 13 H
code 36021-00034 36021-00036 36021-00035
rated/max pressure 210/220 bar - 3045/3190 psi 290/310 bar - 4206/4496 psi 290/310 bar - 4206/4496 psi
max delivery flow rate 900 l/h - 3.96 gpm 900 l/h - 3.96 gpm 900 l/h - 3.96 gpm
engine type Honda GX 270 Loncin G 390F Honda GX 390
motor power 9 hp 13 hp 13 hp
pump model CL 4.5/3400 rpm CL 4.5/3400 rpm CL 4.5/3400 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 85x58x105/48 Kg (105 lbs) 85x58x105/51 Kg (112 lbs) 85x58x105/51 Kg (112 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• Hose reel kit 
cod. 00080-01538 hose included 

(15 m)

• 10002-04737 Turbo lance 
(Thermic 2W 9 H)

• 10002-03704 Turbo lance (Thermic 
2W 13 L) (Thermic 2W 13 H)

• 10002-12275 Suction hose with 
check valve

• 00080-02258 Extension hose 10 m

• 00014-00233 Extension hose 
R2 20 m + 00009-01792 Coupling

OPTIONAL

PLUS

Ergonomic handle in painted steel 
adjustable by means of hinged 
joints, foldable to reduce dimensions 
and to improve portability

Sturdy tubular frame in painted 
steel with anti-vibration front feet for 
stability, inflatable rear wheels with 
a diameter of 300 mm to facilitate 
movement on any type of surface.

Integrated detergent tank with 
external probe for indirect suction of 
the chemical product

Sturdy stainless steel fairing for 
protection against accidental 
impacts

• 00080-01040 Gun M22 - 3/8 
with rotating coupling. 

 
• 10002-04732 Lance M22 high/

low pressure

 
• 00080-03330 Nozzle type (Thermic 

2W 9 H)
• 00080-03329 Nozzle type (Thermic 

2W 13 L) (Thermic 2W 13 H)

 
• 10002-03986 High pressure 

hose 10 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

NEW

Thermic 2W Lite 13L

CHARACTERISTICS

• Loncin G390F gasoline engine • Axial pump with 3 ceramic pistons, brass head and integrated regulating valve • Low pressure detergent 
suction • Easily inspectable suction water filter • Oil-Alert safety device (lack of oil) for motor protection • Pressure gauge • Thermostatic valve for 
overtemperature • Ø 260 pneumatic wheels • Heavy semi-professional use

Thermic 2W lite 13L
code 36001-00052
rated/max pressure 290/310 bar - 4206/4496 psi
max delivery flow rate 900 l/h - 3.9 gpm
engine type Loncin G390F
motor power 13 hp
pump model CL4.5/3400 rpm
T max water inlet 60°C
dimension (cm)/weight 55x67x89/35 Kg (77 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

PLUS

Linear pump with three ceramic 
pistons, brass head and regulating 
valve

Pneumatic wheels to dampen 
vibrations and to promote 
movement on any type of surface

Pressure regulating valve to vary the 
power of the water jet according to 
actual requirements 

Painted steel handle with hose 
holder, removable during 
transportation

• 00080-01695 Gun M22

 
• 10002-04732 Lance M22 high/

low pressure

 
• 10002-03703 Lancia Turbo 350 bar

 
• 00080-00350 Ceramic 

nozzle 15° 035  
• 00014-00514 High pressure hose 

R2 10 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

NEW

Thermic 10.1 D

CHARACTERISTICS

• Three ceramic pistons, brass linear pump head with by-pass valve. • Gear box between engine and pump (1560 rpm)  • By-pass with thermostatic 
valve. • Automatic rpm regulation. • Electrical start with engine functions control. • Yanmar L100V Diesel engine (air cooled) with integrated Diesel 
tank. • Integrated regolable detergent suction with external suction probe. • Pressure regulator. • Glicerine pressure gauge. • Suction hose with check 
valve (optional). • Heavy duty steel frame. • Battery included. • Brass filter. • Pneumatic effect Ø 260 wheels with brake

Thermic 10.1 D 1621 Thermic 10.1 D 2016
code 36022-00030 36022-00029
rated/max pressure 160/180 bar - 2320/2610 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 1260 l/h - 5.5 gpm 960 l/h - 4.2 gpm
engine type Yanmar L100V Yanmar L100V
motor power 9,3 hp 9,3 hp
pump model CL6.0/1560 rpm CL6.0/1560 rpm
T max water inlet 60°C 60°C
dimension (cm)/weight 95x68x95/124 Kg (231 lbs) 95x68x95/124 Kg (231 lbs)

TECHNICAL DATA

SELF PRIMING
PUMP

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 10002-12275 Suction hose with 
check valve

• 10002-04739 Turbo lance 
255 bar 050 (mod.2016)

• 10002-04741 Turbo lance 
255 bar 070 (mod.1621)

• 00080-02958 Sand blasting 
lance

• 00080-01527 Kit hose reel 
with 15m R2 3/8“ hose

OPTIONAL

PLUS

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
double oil viewer and brass head. 
Speed reducer between motor 
and pump. New flanged pressure 
regulating valve L3.1, internal 
passages resized to ensure correct 
operation even in high operating 
flow conditions

4 twin pneumatic wheels to 
dampen vibrations and to promote 
movement on any type of surface, 
parking brake

Yanmar L100V diesel engine, 
electric start panel with control 
lights, automatic rev decelerator

Sturdy painted steel tubular frame, 
vertical lifting hook, removable 
handle during transportation, with 
accessory holder hook

• 00080-01695 Gun M22

 
• 10002-04732 Lance M22 high/

low pressure

 
• 00080-03341 Nozzle 075

(mod. 1621)
• 00080-03247 Nozzle 050

(mod. 2016)

 
• 00014-00514 High pressure hose 

R2 10 m (mod. 2016)
• 10002-04109 High pressure hose 

R2 10 m (mod.1621)

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

NEW

Thermic 2W PRO

CHARACTERISTICS

• Gearbox reducer between engine and pump (1560 rpm) • Self-priming CL6.0 Lavor pump, 3 ceramic pistons, brass pump head and unloader 
valve flanged • Suction and delivery Stainless steel valves. • Unleaded gasoline engine 13 hp Honda GX 390 (Thermic 2W PRO 13 H) • Unleaded 
gasoline engine 13 hp Loncin G 390F (Thermic 2W PRO 13 L) • 5 litres detergent tank with filter and cap • Readily serviceable suction water filter 
• Oil-alert safety device for engine protection • Glicerine pressure gauge. • Folding handle with aluminium hinges • Ø 300 big pneumatic wheels; 
easy to handle also up and down steps and over uneven ground • Stainless steel pump cover on request

Thermic 2W PRO 13 L Thermic 2W PRO 13 H
code 36021-00038 36021-00037
rated/max pressure 250/260 bar - 3625/3770 psi 250/260 bar - 3625/3770 psi
max delivery flow rate 1020 l/h - 4.4 gpm 1020 l/h - 4.4 gpm
engine type Loncin G 390F Honda GX 390
motor power 13 hp 13 hp
pump model CL6.0/1560 rpm CL6.0/1560 rpm
T max water inlet 60°C 60°C
dimension (cm)/weight 85x58x105/65 Kg (143 lbs) 85x58x105/65 Kg (143 lbs)

TECHNICAL DATA

MORE INFO

Only Thermic 2W PRO 13 H
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 10002-12275 Suction hose with 
check valve

• Hose reel kit cod. 
00080-01524 hose included (15 m)

• 10002-03408 Turbo lance 
255 bar

• 00080-02258 
Extension hose 10 m

• 00080-02262 
Extension hose 20 m

OPTIONAL

PLUS

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
double oil viewer and brass head. 
Speed reducer between motor 
and pump. New flanged pressure 
regulating valve L3.1, internal 
passages resized to ensure correct 
operation even in high operating 
flow conditions

Ergonomic handle in painted steel 
adjustable by means of hinged 
joints, foldable to reduce dimensions 
and to improve portability

Robust tubular frame in painted 
steel with anti-vibration front feet for 
stability, inflatable rear wheels with 
a diameter of 300 mm to facilitate 
movement on any type of surface, 
stainless steel fairing.

Integrated detergent tank with 
external probe for indirect suction 
of the chemical product

• 00080-01695 Gun M22 - 3/8 
with rotating coupling. 

 
• 00080-01739 Lance M22 

high/low pressure

 
• 00080-03329 Inox 350 bar nozzle 

type 037 inox  
• 00014-00514 High pressure 

hose 10 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Thermic 13 H

CHARACTERISTICS

• Three ceramic pistons, brass linear pump head. • Gearbox reducer between engine and pump (1560 rpm) • Automatic rpm regulation. 
• By-pass with safety valve. • Suction and delivery Stainless steel valves. • Unleaded gasoline engine 13 hp Honda GX 390. • Integrated 
detergent suction with external suction probe. • Glicerine pressure gauge. • Heavy duty steel frame. • 6,5 l gasoline tank. • Suction hose 
with check valve (optional cod. 10002-12275).

Thermic 13 H
code 36113-00013
rated/max pressure 250/280 bar - 3625/4061 psi
max delivery flow rate 1080 l/h - 4.76 gpm
engine type Honda GX 390
motor power 13 hp
pump model CL5/1560 rpm
T max water inlet 60°C
dimension (cm)/weight 100x66x92/61 Kg (134 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• Protective frame with lifting 
hooking (optional 

cod. 00071-03396)

• Hose reel optional cod. 10001-
10245 (hose not included) in 

combination 
with protective frame.

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• 00080-02966 Lance Turbo type 
1 M22 - 0,45

• 00080-02958 Sand blasting 
lance

OPTIONAL

PLUS

Honda GX 390 – 13hp petrol 
engine with automatic decelerator

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
double oil viewer and brass head. 
Speed reducer between motor 
and pump. New flanged pressure 
regulating valve L3.1, internal 
passages resized to ensure correct 
operation even in high operating 
flow conditions

Sturdy painted steel frame with side 
support for lance and gun housing 

4 twin wheels for stable positioning 
and ease of movement

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure

 
• 00080-03189 Nozzle type 050  

• 00080-02347 High pressure hose 
10 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

CHARACTERISTICS

• Three ceramic pistons, brass linear pump head. • 1560 rpm reducer between engine and pump. • Automatic rpm regulation. • By-pass with 
safety valve. • Suction and delivery Stainless steel valves. • Unleaded gasoline engine 13 hp Honda GX 390. • Integrated detergent suction 
with external suction probe. • Pressure regulator.  • Glicerine pressure gauge. • Heavy duty steel frame. • 6,5 l gasoline tank. • Suction hose 
with check valve (optional cod. 10002-12275).

Thermic 13 HF
code 36113-00035
rated/max pressure 250/280 bar - 3625/4061 psi
max delivery flow rate 1080 l/h - 4.76 gpm
engine type Honda GX 390
motor power 13 hp
pump model CL5/1560 rpm
T max water inlet 60°C
dimension (cm)/weight 100x66x92/65 Kg (143 lbs)

TECHNICAL DATA

Thermic 13 HF

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• Hose reel optional cod. 10001-10245 (hose not included) 
in combination with protective frame.

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• 00080-02966 Lance Turbo type 
1 M22 - 0,45

• 00080-02958 Sand blasting 
lance

OPTIONAL

PLUS

Honda GX 390 – 13hp petrol 
engine with automatic decelerator

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
double oil viewer and brass head. 
Speed reducer between motor 
and pump. New flanged pressure 
regulating valve L3.1, internal 
passages resized to ensure correct 
operation even in high operating 
flow conditions

Robust tubular frame in painted 
steel with side support for lance and 
gun housing 

4 twin wheels for stable positioning 
and ease of movement

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

 
• 00080-01724 Lance M22 

high/low pressure
• 00080-02966 Turbo lance M22 

 
• 00080-03189 Nozzle type 050
• 00080-04626 Rotating nozzle 

type 045
 

• 00080-02347 High pressure hose 
10 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

PRESSURE
280-500 bar

Only Thermic 22 H

Thermic 18 BS/22 H

CHARACTERISTICS

• TW Premium/TW 500 bar Premium pumps with brass pump head and ceramic pistons • Briggs & Stratton Vanguard (Thermic 18 BS)/Honda engine 
GX 690 (Thermic 22 H) • Gearbox (with 1560 rpm pump) • Electrical starting • Ø 300 industrial wheels with brake • No engine-oil safety 
device (oil-alert) • Hour counter • Automatic decelerator to reduce the number of revs in the bypass phase • Stainless steel gradual pressure 
restoration valve with EASY-START • Thermostatic valve • Water filter, readily serviceable cartridge type • Water suction from external tank 
option (self priming pumps only TW) • Hose reel with 20 mt hose can be mounted on request (cod. 00080-01521)

Thermic 18 3518 BS Thermic 22 3521 H Thermic 22 4018 H Thermic 22 5015 H Thermic 22 2730 H
code 36018-00043 36018-00042 36018-00041 36018-00040 36018-00045
rated/max pressure 350/360 bar - 5076/5221 psi 350/360 bar - 5076/5221 psi 400/415 bar - 5801/6019 psi 500/520 bar - 7252/7541 psi 270/280 bar - 3916/4061 psi
max delivery flow rate 1080 l/h - 4.76 gpm 1320 l/h - 5.8 gpm 1110 l/h - 4.8 gpm 990 l/h - 4.3 gpm 1800 l/h - 7.92 gpm
engine type B&S Vanguard Honda GX 690/22 Honda GX 690/22 Honda GX 690/22 Honda GX 690/22
motor power 18 hp 22 hp 22 hp 22 hp 22 hp
pump model TW/1560 rpm TW/1560 rpm TW 500/1560 rpm TW 500/1560 rpm TW/1560 rpm
T max water inlet 60°C 60°C 60°C 60°C 60°C
dimension (cm)/weight 118,5x74x102/150 Kg (330 lbs) 118,5x74x102/180 Kg (397 lbs) 118,5x74x102/180 Kg (397 lbs) 118,5x74x102/180 Kg (397 lbs) 118,5x74x102/180 Kg (397 lbs)

TECHNICAL DATA

22H

MORE INFO

18BS

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• Turbo lance code:
10002-04104 (mod.3518)
10002-04097 (mod.3521)
10002-04096 (mod.4018)
10002-04094 (mod.5015)

• mod. 2730 on request

• Pipe cleaning hose 25 m. code:
00058-00650 (mod.3518)

00058-00649 (mod.3521/4018)
00058-00648 (mod.5015)

• mod. 2730 on request

• Extension hose code:
10002-04106 (mod.3518) 10 m.
10002-04099 (mod.3521/2730) 

20 m.
10002-04098 (mod.4018/5015) 

20 m.

• Sand-blasting lance 500 bar code:
10002-04108 (mod.3518)
10002-04102 (mod.3521)
10002-04101 (mod.4018)
10002-04100 (mod.5015)

• mod. 2730 on request

• 00069-00223 Apron

OPTIONAL

PLUS

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

Vanguard 18hp / Honda 22hp two-
cylinder petrol engines with electric 
starter, automatic decelerator and 
20-litre fuel tank

TW Premium / TW 500 pump with 
brass head and ceramic pistons 

Foamed pneumatic wheels in solid 
rubber and 300 mm diameter steel 
rims for positioning stability and for 
movement operations

• 00080-01098 Gun ML 955 - M24 
with quick coupling (mod. Thermic 18 BS) • 00080-01100 Gun ML 710 with quick 

coupling M24-M24 (mod. Thermic 22H)

• 10002-04020 lance SF40 M24  
(Thermic 18 BS)

• 10002-04022 Stainless steel Lance 
500 bar L70 (mod. Thermic 22H)

• 00080-01368 Nozzle 040 
(mod. 3518 BS)

• 00080-00319 Nozzle 050 
(mod. 3521 H)

• 00080-00317 Nozzle 040 
(mod. 4018 H)

• 00080-00355 Nozzle 028
(mod. 5015 H)

• 00080-03341 Nozzle 075
(mod. 2730 H)

• 10002-04110 High pressure hose10 m 
(Thermic 18 BS)

• 10002-04111 High pressure hose 10 m 
(Thermic 22H)

• 00009-02403 Rotating coupling

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Powered by

KOHLER
DIESEL

PRESSURE
350-500 bar

Thermic 26 K

CHARACTERISTICS

• TW Premium/TW 500 bar Premium pumps with brass pump head and ceramic pistons • Kohler engine KDW1003 liquid cooler • Gearbox (with 
1450 rpm) • Electrical starting • No engine-oil safety device (oil-alert) • Hour counter • Manual accelerator • Stainless steel gradual 
pressure restoration valve with EASY-START • Thermostatic valve • Water filter, readily serviceable cartridge type • Water suction from external 
tank option (self priming pumps only TW)  • Ø 350 industrial wheels • Hose reel with 20 mt hose can be mounted (00080-01539)

Thermic 26 3523 K Thermic 26 4020 K Thermic 26 5016 K
code 36018-00048 36018-00047 36018-00046
rated/max pressure 350/360 bar - 5076/5221 psi 400/415 bar - 5801/6019 psi 500/520 bar - 7252/7541 psi
max delivery flow rate 1380 l/h - 6.07 gpm 1200 l/h - 5.28 gpm 990 l/h - 4.3 gpm
engine type Kohler 1003 Diesel Kohler 1003 Diesel Kohler 1003 Diesel
motor power 26 hp 26 hp 26 hp
pump model TW 500/1450 rpm TW 500/1450 rpm TW 500/1450 rpm
T max water inlet 60°C 60°C 60°C
dimension (cm)/weight 137x85x102/300 Kg (661 lbs) 137x85x102/300 Kg (661 lbs) 137x85x102/300 Kg (661 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• Turbo lance with nozzle 600 bar 
code:

10002-04097 (mod.3523)
10002-04150 (mod.4020)
10002-04094 (mod.5016)

• Pipe cleaning hose 25 m. code:
00058-00649 (mod.3523/4020)

00058-00648 (mod.5016)

• Extension hose 20 m. code:
10002-04099 (mod.3523)

10002-04098 (mod.4020/5016)

• Sand-blasting lance 500 bar code:
10002-04102 (mod.3523)
10002-04101 (mod.4020)
10002-04100 (mod.5016)

• 00069-00223 Apron
• 00069-00250 Helmet kit + apron 

+ hand protections + gaiters

OPTIONAL

PLUS

Industrial pneumatic wheels in 
solid rubber and steel rims with a 
diameter of 350 mm for stability 
of positioning and for movement 
operations

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

Kohler KDW 1003 water-cooled 
engine, 3 cylinders in line to 
minimise vibrations

TW Premium / TW 500 pump with 
brass head and ceramic pistons 

• 00080-01100 Gun ML 710 with quick 
coupling M24-M24

• 00080-01738 Lance with ventilated 
protection

• 00080-03328 Nozzle 043 
(mod. 4020)

• 00080-03272 Nozzle 030 
(mod. 5016/3523)

• 10002-03954 High pressure hose 10 m

• 00009-02403 Rotating coupling

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Thermic 31 7015 BS

CHARACTERISTICS

• ø 300 mm 4 wheels with foamed-acting pneumatic • 31 HP B&S Vanguard engines • TW 700 triplex pump • Gearbox (with 1560 rpm 
pump) • Electrical starting • RPM manual regulator • Stainless steel gradual pressure relief valve with EASY START • Stainless steel pressure 
gauge • Safety valve • �Thermostatic valve • Big water filter at pump inlet, readily serviceable cartridge type • Suitable for high professional use

Thermic 31 7015 BS
code 36018-00062
rated/max pressure 700/770 bar - 10152/11167 psi
max delivery flow rate 900 l/h - 3.96 gpm
engine type B&S vanguard
motor power 31 hp
pump model TW 700/1560 rpm
T max water inlet 60°C
dimension (cm)/weight 100x82x85/300 Kg (661 lbs)

TECHNICAL DATA

PRESSURE

700 bar

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 00080-04623  Turbo nozzle
• 00080-01225 

Sand blasting lance

• 00069-00250 Helmet kit + apron 
+ hand protections + gaiters

OPTIONAL

PLUS

Standard 1000 bar accessories , 
oversized to ensure the highest level 
of safety for the operator

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

TW Premium 700 pump with nickel-
plated brass head and ceramic 
pistons 

Foamed pneumatic wheels in solid 
rubber and 300 mm diameter steel 
rims for positioning stability and for 
movement operations

• 00080-04562 Gun RL1100 
with lance

• 00080-04553 Nozzle type 020 
700 bar

• 00042-00243 Safety sock for gun

• 00070-00710 Self-cleaning 
filter 1"G

• 00014-00520 High pressure 
hose with safety sock 20 m

STANDARD EQUIPMENT
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COLD WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Powered by

KOHLER
DIESEL

PRESSURE

700 bar

CHARACTERISTICS

• 4 twin solid wheels 350mm diameter • Kohler KDW1003 Diesel liquid cooled engine (26hp) • TW 700 triplex pumps • Gearbox (with 1450 rpm) 
• Electrical starting �• Hours meter • RPM manual regulator • �Stainless steel gradual pressure relief valve with EASY START • Stainless steel pressure 
gauge  • Safety valve • Thermostatic valve �• Big water filter at pump inlet, readily serviceable cartridge type �• Suitable for high professional use

Thermic 26 7013 K
code 36018-00063
rated/max pressure 700/770 bar - 10152/11167 psi
max delivery flow rate 780 l/h - 3.43 gpm
engine type Kohler KDW1003 Diesel
motor power 26 hp
pump model TW 700/1450 rpm
T max water inlet 60°C
dimension (cm)/weight 137x85x102/300 Kg (661 lbs)

TECHNICAL DATA

Thermic 26 7013 K

MORE INFO
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HIGH PRESSURE CLEANERS
COLD WATER WITH COMBUSTION ENGINE

• 00080-04622  Turbo nozzle
• 00080-01226 

Sand blasting lance

• 00069-00250 Helmet kit + apron 
+ hand protections + gaiters

OPTIONAL

PLUS

Standard 1000 bar accessories , 
oversized to ensure the highest level 
of safety for the operator

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

Kohler KDW 1003 water-cooled 
engine, 3 cylinders in line to 
minimise vibrations

TW Premium 700 pump with nickel-
plated brass head and ceramic 
pistons 

• 00080-04562 Gun RL1100 
with lance

• 00080-04552 Nozzle type 025 
700 bar

• 00042-00243 Safety sock for gun

• 00070-00710 Self-cleaning 
filter 1"G

• 00014-00520 High pressure 
hose with safety sock 20 m

STANDARD EQUIPMENT
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The hot water high-pressure cleaner is the 
best tool for tough or non water-soluble 
dirt removal. 
Suitable for different uses and ideal 
in several sectors like agriculture, 
food industry and primary and 
secondary building.

Excellent for machines 
washing like: tools, 
engines, farm tractors 
and means of transport 
(oily dirt); removal 
or animal and vegetable 
residuals (stables and food 
industry), washing of heavy building 
equipments (cement mixers, cranes, earth-
moving equipments etc.). In the food 
industry has a perfect hygienising effect.

Why a hot water high-pressure cleaner?

It is necessary the use of a hot water high-pressure 
cleaner whenever it is necessary to degrease oily or 
particularly tough dirt in the shortest time possible. 
Washing efficiency of hot water is much higher that 
the cold water one (up to 50% higher on some kind 
of dirt), because heat assists dirt degrease. 
Heat effect on the surface produce also fast drying. 
With the use of a hot water high-pressure cleaner it 
is possible to have: shorter washing time (under the 
same kind of dirt), better degrease of non water-
soluble dirt , shorter drying time and less quantity of 
chemical product used: in few words, lower cleaning 
fixed costs and water saving.

The boiler 

It is a diesel fuel heater that raises water temperature 
coming out of the pump; the difference between inlet 
and outlet water temperature is technically indicated 
like DeltaT.
Boiler dimensions, in other words coil and diesel fuel 
consumption, determine the thermal power of the 
burner.
Under the same conditions, increasing the delivery 
rate (quantity of water to be heated) the Delta T 
decreases proportionally. It is easy to understand 
why high pressure cleaners with higher delivery 
rates have more powerful burners: to grant the best 
operating temperature in each working condition. All 
our boilers have very high thermal efficiency, near 
90% or higher. This means very low operating cost 
with reference to diesel fuel consumption.

HOT WATER

HIGH PRESSURE CLEANERS
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HIGH PRESSURE CLEANERS
HOT WATER

NICKEL
PLATING

RPM
1400

• Linear pump:
The movement of the (3) pistons occurs through a system of connecting rods and crankshaft. The longitudinal axle 
of the pistons (placed at the same level or linear) is perpendicular to the motor rotation axle. It is more versatile to 
bear high delivery rates (from 21 l/min) and it has a better self priming.

• Water cooled motor:
Water flows through the Stainless steel coil around the motor, this allows a better  thermal exchange (and so a 
cooling) than air also in those countries where inlet water could reaches 60°C. This allows a drop in operating 
temperature of the motor and pump mechanical elements, granting a better reliability and longer life.

• Thermal valve:
When the gun trigger is released, the same water flows through the pump (by-pass) and it overheats and sooner or 
later this damages the valve seals. With this completely mechanical system, the thermal valve checks the temperature 
in the pump, opening/closing the by-pass circuit letting  new and fresh water flow inside before the elements are 
damaged. Simple solution without electronic devices.

• Total Stop:
Releasing the gun trigger the pump stops automatically avoiding element damages during the by-pass phase. 
Pulling the trigger, the high-pressure cleaner starts automatically. Max pump protection.

• Low voltage and delayed Total Stop:
To avoid quick and multiple start and shut down of the motor/pump group whenever the gun trigger is pulled and 
released, this disposal delays of about 15 seconds the machine shut down. Prevention, energy saving, top safety 
and pump longer life.

• Low voltage and delayed Total Stop with intelligent shut down: To avoid quick and multiple start 
and shut down of the motor/pump group whenever the gun trigger is pulled and released, this disposal delays of 
about 15 seconds the machine shut down. In case the machine is unused for more than 20 minutes or there are 
leakages in the pressure circuit, the machine shuts down automatically and completely: control panel power cut-off. 
Prevention, energy saving, top safety and pump longer life.

• Motor low rotation speed:
The electric motor transfers the same number of revolutions to the pump. With a 4 poles motor there is a lower 
rotation speed of the components  (1400 RPM in case of 50Hz or 1750 RPM in case of 60 Hz) granting longer 
pump life. Extending lifetime solution.

• Pump with nickel-plated brass head:
 The nickel-plating treatment improves the basic features (greater hardness and improved resistance to the 
chemical products used in washing), reducing the deterioration caused by cavitation.
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Technical information

HOT WATER

HIGH PRESSURE CLEANERS
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Code Model pag bar psi l/h GPM usa W RPM V °C l/h - gal/h l - gal l - gal kW cm Kg - lbs

36093-00001 DARWIN 1310 XP 88 30÷130(150) 435÷1885(2175) 345÷600 1.52-2.64 3000 2800 230~50 max 90° - - - 20 80x55x100 80 - 176

36093-00002 DARWIN PLUS 1310 XP 88 30÷130(150) 435÷1885(2175) 345÷600 1.52-2.64 3000 2800 230~50 max 90° - - - 20 80x55x100 82 - 180

36081-00003 DAKOTA R 1509 XP 90 30÷150(160) 435÷2175(2320) 330÷540 1.45÷2.91 3200 2800 230~50 max 110° 3,78 - 1.0 16 - 4.2 - 42 69x85x111 94 - 207

36081-00004 DAKOTA R 2007 XP 90 30÷200(210) 435÷2900(3045) 330÷420 1.45÷2.91 4000 2800 400~50 max 110° 3,78 - 1.0 16 - 4.2 - 42 69x85x111 97 - 213

36081-00005 DAKOTA R 1713 XP 90 30÷170(190) 435÷2465(2755) 400÷780 1.76÷3.43 4700 2800 400~50 max 110° 3,78 - 1.0 16 - 4.2 - 42 69x85x111 95 - 209

36071-00001 NPX 1211 XP 92 30÷120(150) 435÷1740(2175) 330÷660 1.45÷2.91 3200 2800 230~50 max 110° 4,72 - 1.25 18 - 4.8 - 58 71x113x111 118 - 260

36071-00017 NPX 1813 XP 92 30÷180(210) 435÷2610(3045) 400÷780 1.76÷3.43 6300 2800 400~50 max 110° 4,72 - 1.25 18 - 4.8 - 58 71x113x111 117.5 - 259

36080-00002 TEXAS R 1211 94 30÷120(150) 435÷1740(2175) 330÷660 1.45÷2.91 3000 1400 230~50 max 110° 3,78 - 1.0 16 - 4.2 - 42 69x85x111 104 - 229

36080-00004 TEXAS R 1611 94 30÷160(180) 435÷2320(2610) 400÷660 1.76÷2.91 4300 1400 400~50 max 110° 3,78 - 1.0 16 - 4.2 - 42 69x85x111 104 - 229

36080-00008 HSR 1509 LP 96 30÷150(160) 435÷2175(2320) 345÷540 1.52-2.40 3000 1400 230~50 max 110° 3,78 - 1.0 16 - 4.2 - 42 69x85x111 120 - 264

36072-00167 LKX 1310 LP 98 30÷110(150) 435÷1595(2175) 330÷660 1.45÷2.91 3000 1400 230~50 max 110° 4,72 - 1,25 18 - 4.8 - 58 71x113x111 130.5 - 287

36072-00159 LKX 1515 LP 98 30÷150(180) 435÷2175(2610) 450÷900 1.98÷3.96 5500 1400 400~50 max 110° 5,6 - 1.5 18 - 4.8 - 74 71x113x111 143.4 - 316

36072-00160 LKX 2015 LP 98 30÷200(230) 435÷2900(3335) 450÷900 1.98÷3.96 7300 1400 400~50 max 110° 5,6 - 1.5 18 - 4.8 - 74 71x113x111 146 - 322

36072-00179 HLR 1211 LP 100 30÷110(150) 435÷1595(2175) 345÷660 1.52-2.91 3000 1400 230~50 max 110° 4,72 - 1,25 18 - 4.8 - 58 71x113x111 127 - 279

36072-00180 HLR 1510  LP 100 30÷150(180) 435÷2175(2610) 345÷600 1.52-2.64 3000 1400 230~50 max 110° 4,72 - 1,25 18 - 4.8 - 58 71x113x111 127 - 279

36072-00181 HLR 1614 LP 102 30÷160(190) 435-2320(2755) 345÷840 1.52-3.70 4200 1400 400~50 max 110° 4,72 18 - 4,7 - 58 71x113x111 148,5 - 327

36072-00100 HLR 1515 LP 102 30÷150(180) 435÷2175(2610) 345÷900 1.52.-3.96 5500 1400 400~50 max 110° 5,6 - 1.5 18 - 4,7 - 74 113x71x111 148,5 - 327

36072-00101 HLR 2015 LP 102 30÷200(230) 435÷2900(3335) 450÷900 1.98-3.96 7300 1400 400~50 max 110° 5,6 - 1.5 18 - 4,7 - 74 113x71x111 148,5 - 327

36072-00102 HLR 2021 LP 102 30÷200(230) 435÷2900(3335) 630÷1260 2.77-5.55 9700 1400 400~50 max 110° 5,6 - 1.5 18 - 4,7 - 74 113x71x111 148,5 - 327

36073-00002 TEKNA 2015 LP 104 30÷200(230) 435÷2900(3335) 450÷900 1.98÷3.96 7300 1400 400~50 max 110° 4,72 - 1.25 22 - 5.8 2,4 - 0.6 58 130x78x111 172 - 379
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HIGH PRESSURE CLEANERS
HOT WATER
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Code Model pag bar psi l/h GPM usa W RPM V °C l/h - gal/h l - gal l - gal kW cm Kg - lbs

36073-00021 TEKNA 2021 LP 104 30÷200(230) 435÷2900(3335) 630÷1260 2.77÷5.55 9700 1400 400~50 max 110° 6,6 - 1,75 22 - 5.8 2,4 - 0.6 88 130x78x111 180 - 396

36074-00040  HTR 2015 LP 106 30÷200(230) 435÷2900(3335) 450÷900 1.98÷3.96 7300 1400 400~50 max 110° 6,6 - 1,75 22 - 5,8 2.4 88 130x78x111 187 - 412

36074-00041  HTR 2021 LP 106 30÷200(230) 435÷2900(3335) 630÷1260 2.77÷5.55 9700 1400 400~50 max 110° 6,6 - 1,75 22 - 5,8 2.4 88 130x78x111 181,5 - 400

36074-00052  HTR 2515 LP 106 30÷250(280) 435-3600(4061) 450÷900 1.98÷3.96 8700 1400 400~50 max 110° 6,6 - 1,75 22 - 5,8 2.4 88 130x78x111 187 - 412

36034-00015 HMR 2015 LP 108 30÷190(200) 435÷2755(2900) 450÷900 1.98÷3.96 6000 1400 400~50 max 110° - - - 55 90x65x87 160 - 352

36034-00016 HMR 1521 LP 108 30÷150(160) 435÷2175(2320) 630÷1260 2.77÷5.55 6000 1400 400~50 max 110° - - - 55 90x65x87 160 - 352

36034-00017 HMR 2021 LP 108 30÷190(200) 435÷2755(2900) 630÷1260 2.77÷5.55 6000 1400 400~50 max 110° - - - 55 90x65x87 160 - 352

36075-00046 HHPV 1211 LP 110 30÷100(110) 435÷1450(1595) 345÷720 1.52÷2.9 3000 1400 230 - 50 max 110° 4,72 - 1.25 20 - 5.3 - 58 80x120x185 199 - 438

36075-00044 HHPV 2015 LP 110 30÷200(230) 435÷2900(3335) 450÷900 1.98÷3.96 7300 1400 400 - 50 max 110° 4,72 - 1.25 20 - 5.3 - 58 80x120x185 199 - 438

36075-00048 HHPV 2021 LP 110 30÷200(230) 435÷2900(3335) 630÷1260 2.77÷5.55 9700 1400 400 - 50 max 110° 4,72 - 1.25 20 - 5.3 - 58 80x120x185 210 - 463

36075-00045 HHPV 1211 LP 110 30÷120(150) 435÷1740(2175) 345÷720 1.52÷2.9 3000 1400 230 - 50 max 110° 4,72 - 1.25 20 - 5.3 - 58 80x120x185 199 - 438

36075-00043 HHPV 2015 LP 110 30÷200(230) 435÷2900(3335) 450÷900 1.98÷3.96 7300 1400 400 - 50 max 110° 4,72 - 1.25 20 - 5.3 - 58 80x120x185 199 - 438

36075-00047 HHPV 2021 LP 110 30÷200(230) 435÷2900(3335) 630÷1260 2.77÷5.55 9700 1400 400 - 50 max 110° 4,72 - 1.25 20 - 5.3 - 58 80x120x185 210 - 463

36111-00032 THERMIC 10.1 HW 1621 112 30÷160(180) 435÷2320(2610) 1020 4,4 10 hp 1560 - max 140° - - - 60 136x105x120 200 - 440

36111-00031 THERMIC 10.1 HW 2016 112 30÷200(230) 435÷2900(3335) 450÷960 1.98÷4.2 9,3 hp 1560 - max 110° - - - 136x105x120 200 - 440

36033-00013 THERMIC 26 HW 2523 114 30÷250(275) 435÷3600(3988) 400÷1380 1.76÷6.0 26 hp 1450 - max 110° - - - 125x85x105 450 - 992

36033-00014 THERMIC 26 HW 3518 114 30÷350(375) 435÷5076(5438) 400÷1140 1.76÷5 26 hp 1450 - max 110° - - - 125x85x105 450 - 992

36033-00015 THERMIC 26 HW 2030 114 30÷200(210) 435÷2900(3045) 400÷1800 1.76÷7.9 26 hp 1450 - max 110° - - - 125x85x105 450 - 992

38003-00001 VULCANO 74 116 30÷120(200) 435÷1740(2900) 1260 5.55 300 - 230~50 max 110° 5,6 - 1.5 18 - 4.8 - 74 113x71x111 103.6 - 228
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HOT WATER

HIGH PRESSURE CLEANERS

NEW

Darwin

CHARACTERISTICS

• Boiler ventilation unit built-on motorpump (energy saving) • Three ceramic coated pistons, brass axial pump head with built-in by-pass valve 
with double gasket • Suction and delivery Stainless steel valves • Vertical burner with high thermal efficiency steel coil • Temperature regulation 
gauge • Pivoting wheel with brake • Diesel pump with discharge by-pass valve • Detergent built-in tank (3,5 lt) for indirect suction • Possibility 
to integrated detergent suction with external probe • Diesel tank capacity (15 lt) • Glicerine pressure gauge • Metal lance • Accessory holder 
• Ergonomic handle • Integrated hose reel with 10m hp hose (only model Plus code 36093-00002)

Darwin 1310 XP Darwin Plus 1310 XP
code 36093-00001 36093-00002
rated/max pressure 130/150 bar - 1885/2175 psi 130/150 bar - 1885/2175 psi
max delivery flow rate 600 l/h - 2.64 gpm 600 l/h - 2.64 gpm
abs. power/supply 3000 W/230V 1~50Hz 3000 W/230V 1~50Hz
motor power 2,0 kW 2,0 kW
pump model MPBX1/2800 rpm MPBX1/2800 rpm
T max water inlet/outlet 40/90 °C 40/ 90°C
dimension (cm)/weight 80x55x100/80 Kg (176 lbs) 80x55x100/82 Kg (180 lbs)

TECHNICAL DATA

RPM
2800

DARWIN

MORE INFO

DARWIN PLUS

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

PLUS

Handy pressure connected hose reel 
to use only the necessary length of 
hose and to easily rewind it after 
use (Plus 36093-00002 model)

Shockproof front and rear protective 
bar , ideal for manual lifting

Removable handle without the use 
of tools to compact or to facilitate 
transportation

Cleaning tank with suction quantity 
adjustment system, possibility of 
suction from external tank

 
• 00080-01701 Gun M22 - 3/8 

 
• 00080-04943 Lance M22 

high/low pressure

 
• 00080-03186 Nozzle type 035  

• 00080-02254 High pressure hose 
8 m (mod. 36093-00001)

• 00080-04434 High pressure hose 
10 m (mod. 36093-00002) • Storage bag (mod. 36093-00001)

STANDARD EQUIPMENT
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HOT WATER

HIGH PRESSURE CLEANERS

Dakota-R

CHARACTERISTICS

• Three ceramic coated pistons, brass axial pump head with built-in by-pass valve. • Low voltage and delayed Total Stop. • Suction and delivery Stainless 
steel valves. • Vertical burner with high thermal efficiency steel coil. • Temperature regulation gauge. • Low fuel lamp. • Safety valve. • Detergent built-
in tank (4,2 lt) for indirect suction. • Pressure regulator. • Glicerine pressure gauge. • Panel with analogic controls. • Hose reel with brake (optional).

Dakota-R 1509 XP Dakota-R 2007 XP Dakota-R 1713 XP
code 36081-00003 36081-00004 36081-00005
rated/max pressure 150/160 bar - 2175/2320 psi 200/210 bar - 2900/3045 psi 170/190 bar - 2465/2755 psi
max delivery flow rate 540 l/h - 2.37 gpm 420 l/h - 1.84 gpm 780 l/h - 3.43 gpm
abs. power/supply 3200 W/230V 1~50Hz 3300 W/230V 1~50Hz 4700 W/400V 3~50Hz
motor power 2,2 kW 2,2 kW 4,0 kW
pump model MPBX2/2800 rpm MPBX2/2800 rpm MPBX2/2800 rpm
T max water inlet/outlet 40/110 °C 40/ 110°C 40/ 110°C
dimension (cm)/weight 85x65x97/92 Kg (202 lbs) 85x65x97/94 Kg (207 lbs) 85x65x97/95 Kg (209 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-10254 Hose reel with brake 
(hose not included) 

• 00080-02254 8 m High pressure 
hose - 3/8" M22 - Ø 1/4" - 210 bar

• Turbo Lance code:
00080-02981 (mod. 1509)
00080-02986 (mod. 2007)
00080-02966 (mod. 1713)

• Sandblasting lance code:
00080-02957 (mod. 1509)
00080-02958 (mod. 1713)

OPTIONAL

PLUS

Side supports for gun and lance 
housing

Sturdy large diameter wheels for 
stability and ease of movement

Diesel oil level sensor with fuel 
shortage indicator light 

Oversized axial motor pump with 
integral ceramic pistons and brass 
head

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03185 Nozzle type 030 

(mod. 1509)
• 00080-03156 Nozzle type 1502 

(mod. 2007)
• 00080-03188 Nozzle type 045 

(mod. 1713)

 
• 00080-02254 High pressure hose 

8 m

STANDARD EQUIPMENT



PROFESSIONAL LINE

92

HOT WATER

HIGH PRESSURE CLEANERS

NPX

CHARACTERISTICS

• Three ceramic coated pistons, brass axial pump head with built-in by-pass valve. • Low voltage and delayed Total Stop. • Suction and delivery Stainless 
steel valves. • Vertical burner with high thermal efficiency steel coil. • Temperature regulation gauge. • Low fuel lamp. • Safety valve. • Detergent built-in 
tank (3 lt) for indirect suction. • Pressure regulator. • Glicerine pressure gauge. • Panel with analogic controls. • Heavy duty steel frame. • Accessory holder. 
• Two ways fuel pump. • Hose reel with brake (optional).

NPX 1211 XP NPX 1813 XP
code 36071-00001 36071-00017
rated/max pressure 120/150 bar - 1740/2175 psi 180/210 bar - 2610/3045 psi
max delivery flow rate 660 l/h - 2.91 gpm 780 l/h - 3.43 gpm
abs. power/supply 3200 W/230V 1~50Hz 6300 W/400V 3~50Hz
motor power 2,2 kW 4,0 kW
pump model MPBX2/2800 rpm MPBX2/2800 rpm
T max water inlet/outlet 40/110 °C 40/110 °C
dimension (cm)/weight 94x65x90/97 Kg (213 lbs) 94x65x90/99 Kg (217 lbs)

TECHNICAL DATA

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-13221 Hose reel with brake 
(hose not included) 

• High pressure hose code:
00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

• 00080-02966 Lance Turbo type 1 
M22 - 0,45

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

4 twinned solid wheels to facilitate 
movement on any type of surface

Optional hose reel kit (max 30 
meters of high pressure hose)

Side supports for gun and lance 
housing

Large ergonomic rear handles to 
facilitate the movement of the high 
pressure cleaner

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1211)
• 00080-03187 Nozzle type 040 

(mod. 1813)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT
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HOT WATER

HIGH PRESSURE CLEANERS

Texas-R

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection. • Three ceramic coated pistons (1 ph), full ceramic  pistons (3 ph), brass linear pump head with built-in 
by-pass valve. • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel valves. • Vertical burner with high thermal efficiency steel coil. 
• Temperature regulation gauge with high sensitive stainless steel sensor. • Detergent built-in tank (4,2 lt) for indirect suction. • Auxiliary motor for burner. 
• Hose reel with brake (optional).

Texas-R 1211 LP Texas-R 1611 LP
code 36080-00002 36080-00004
rated/max pressure 120/150 bar - 1740/2175 psi 160/180 bar - 2320/2610 psi
max delivery flow rate 660 l/h - 2.91 gpm 660 l/h - 2.91 gpm
abs. power/supply 3000 W/230V 1~50Hz 4300 W/400V 3~50Hz
motor power 2,2 kW 4,0 kW
pump model MP3/1400 rpm MP3.5/1400 rpm
T max water inlet/outlet 40/110 °C 40/110 °C
dimension (cm)/weight 85x65x97/112 Kg (246 lbs) 85x65x97/128 Kg (282 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-10254 Hose reel with brake 
(hose not included) 

• High pressure hose code:
00080-02254 8 m - 210 bar (mod. 

1211)
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

• Turbo Lance code:
00080-02966 
00080-02981

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Side supports for gun and lance 
housing

Sturdy large diameter wheels for 
stability and ease of movement

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Diesel oil level sensor with fuel 
shortage indicator light 

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1211)
• 00080-03186 Nozzle type 035 

(mod. 1611)

 
• 00080-02254 High pressure hose 

8 m (mod. 1211)
• 00080-02347 High pressure hose 

10 m (mod. 1611)

STANDARD EQUIPMENT
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HOT WATER

HIGH PRESSURE CLEANERS

HSR

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection. • Three ceramic coated pistons. • Built-in by-pass valve nickel plating brass linear pump head with 
high temperature water seals and bushing. • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel valves. • Vertical burner with high thermal 
efficiency steel coil. • Temperature regulation gauge with high sensitive stainless steel sensor. • Detergent built-in tank (4,2 lt) for indirect suction. • Auxiliary motor 
for burner. • Heavy duty steel frame. • Hose reel with brake (optional).

HSR 1509 LP
code 36080-00008
rated/max pressure 150/160 bar - 2175/2320 psi
max delivery flow rate 540 l/h - 2.38 gpm
abs. power/supply 3000 W/230V 1~50Hz
motor power 2,2 kW
pump model MP3 Ni/1400 rpm
T max water inlet/outlet 60/110 °C
dimension (cm)/weight 85x65x97/113 Kg (275 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-10254 Hose reel with brake 
(hose not included) 

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar food 

industry (mod.2015)

• 00080-02986 Turbo lance 
M22 - 0,30

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

Side supports for gun and lance 
housing

Sturdy large diameter wheels for 
stability and ease of movement

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

Pump head in nickel-plated 
brass and water seals for high 
temperatures for greater protection 
from chemicals or from other 
substances dissolved in water

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03185 Nozzle type 030  

• 00080-02347 High pressure hose 
10 m

STANDARD EQUIPMENT
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HOT WATER

HIGH PRESSURE CLEANERS

Models: 1515 LP/
2015 LP

LKX

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling (three phase models). • Three ceramic coated pistons (1 ph), full 
ceramic  pistons (3 ph), brass linear pump head with built-in by-pass valve. • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel 
valves. • Vertical burner with high thermal efficiency steel coil. • Temperature regulation gauge with high sensitive stainless steel sensor. • Detergent 
built-in tank (3 lt) for indirect suction. • Auxiliary motor for burner. • Heavy duty steel frame. • Hose reel with brake (optional).

LKX 1310 LP LKX 1515 LP LKX 2015 LP
code 36072-00167 36072-00159 36072-00160
rated/max pressure 110/150 bar - 1595/2175 psi 150/180 bar - 2175/2610 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 660 l/h - 2.91 gpm 900 l/h - 3.96 gpm 900 l/h - 3.96 gpm
abs. power/supply 3000 W/230V 1~50Hz 5500 W/400V 3~50Hz 7300 W/400V 3~50Hz
motor power 2,2 kW 4,0 kW 5,5 kW
pump model MP3/1400 rpm MPW3.5/1400 rpm MPW3.5/1400 rpm
T max water inlet/outlet 40/110 °C 40/110 °C 40/110 °C
dimension (cm)/weight 94x65x90/112 Kg (246 lbs) 94x65x90/125 Kg (275 lbs) 94x65x90/128 Kg (282 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO



PROFESSIONAL LINE

99

HIGH PRESSURE CLEANERS
HOT WATER

• 10001-13221 Hose reel with brake 
(hose not included 

• On request models with header tank 
and/or antiscale device.

• 00073-00114  Antiscale LC-PRECAL 
(pcs. 4 x 5 lt.) 

• Turbo Lance code:
00080-02966 - (mod. 1310/2015)

00080-02967 - (mod. 1515)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar food 

industry (mod.2015)

• Sandblasting lance code:
00080-02957 (mod. 1310/2015)

00080-02958 (mod. 1515)

OPTIONAL

PLUS

4 twinned solid wheels to facilitate 
movement on any type of surface

Optional hose reel kit (max 30 
meters of high pressure hose)

Side supports for gun and lance 
housing

Professional motor pump with 
4-pole motor (1400 rpm) and 
self-priming linear pump: the low 
rotation speed significantly extends 
the life of the components inside the 
motor pump, guaranteeing greater 
efficiency and silence

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1310/2015)
• 00080-03191 Nozzle type 060 

(mod. 1515)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT

Other available versions: 
• 36072-00165 LKX 2015 with header tank 
• 36072-00184 LKX 2015 with header tank and antiscale device
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HOT WATER

HIGH PRESSURE CLEANERS

HLR single phase

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three ceramic coated pistons. • Built-in by-pass valve nickel plating 
brass linear pump head with high temperature water seals and bushing. • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel 
valves. • Vertical burner with high thermal efficiency steel coil. • Temperature regulation gauge with high sensitive stainless steel sensor. • Detergent 
built-in tank (3 lt) for indirect suction. • Auxiliary motor for burner. • Heavy duty steel frame. • Hose reel with brake (optional).

HLR 1211 LP HLR 1510 LP
code 36072-00179 36072-00180
rated/max pressure 110/150 bar - 1595/2175 psi 150/180 bar - 2175/2610 psi
max delivery flow rate 660 l/h - 2.91 gpm 600 l/h - 2.64 gpm
abs. power/supply 3000 W/230V 1~50Hz 3000 W/230V 1~50Hz
motor power 2,2 kW 2,2 kW
pump model MP3 Ni/1400 rpm MP3 Ni/1400 rpm
T max water inlet/outlet 60/110 °C 60/110 °C
dimension (cm)/weight 94x65x90/112 Kg (246 lbs) 94x65x90/112 Kg (246 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-13221 Hose reel with brake 
(hose not included 

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar food 

industry

• Turbo Lance code:
00080-02966 - (mod. 1211)
00080-02986 - (mod. 1510)

• 00080-02957 Sandblasting lance

OPTIONAL

PLUS

4 twinned solid wheels to facilitate 
movement on any type of surface

Optional hose reel kit (max 30 
meters of high pressure hose)

Side supports for gun and lance 
housing

Pump head in nickel-plated 
brass and water seals for high 
temperatures for greater protection 
from chemicals or from other 
substances dissolved in water

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03188 Nozzle type 045 

(mod. 1211)
• 00080-03185 Nozzle type 030 

(mod. 1510)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT
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HOT WATER

HIGH PRESSURE CLEANERS

Models: 1515 LP
2015 LP/2021 LP

HLR three phase

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling (except HLR 1614 LP model). • Three ceramic pistons, three ceramic coated 
pistons (mod. 1614 LP) • Built-in by-pass valve nickel plating brass linear pump head with high temperature water seals and bushing. • Integrated elastic joint, 
for best pump coupling (1614 Excluded). • Low voltage and delayed Total Stop. • Suction and delivery Stainless steel valves. • Vertical burner with high 
thermal efficiency steel coil. • Temperature regulation gauge with high sensitive stainless steel sensor. • Detergent built-in tank 3 l. • Auxiliary motor for 
burner air cooling and mechanical two ways fuel pump. • Hose reel (optional).

HLR 1614 LP HLR 1515 LP HLR 2015 LP HLR 2021 LP
code 36072-00181 36072-00100 36072-00101 36072-00102
rated/max pressure 160/190 bar - 2321/2755 psi 150/180 bar - 2175/2610 psi 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 840 l/h - 3.70 gpm 900 l/h - 3.96 gpm 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm
abs. power/supply 4200 W/400V 3~50Hz 5500 W/400V 3~50Hz 7300 W/400V 3~50Hz 9700 W/400V 3~50Hz
motor power 4,0 kW 4,0 kW 5,5 kW 7,5 kW
pump model CL6.0 Ni/1400 rpm CL6.0 Ni/1400 rpm CL6.0 Ni/1400 rpm CL6.0 Ni/1400 rpm
T max water inlet/outlet 60/110 °C 60/110 °C 60/110 °C 60/110 °C
dimension (cm)/weight 94x65x90/109 Kg (240 lbs) 94x65x90/127 Kg (280 lbs) 94x65x90/129 Kg (284 lbs) 94x65x90/131 Kg (288 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-13221 Hose reel with brake 
(hose not included 

• On request models with header tank 
and/or antiscale device.

• 00073-00114 - Antiscale LC-
PRECAL 

(pz. 4 x 5 lt.)

• Turbo Lance code:
00080-02966 - (mod. 1614/2015)

00080-02967 - (mod. 1515)
00080-02968 - (mod. 2021)
00080-02986 - (mod. 1614)

• Sandblasting lance code:
00080-02957 (mod. 1614/2015)

00080-02958 (mod. 1515)
• 00080-02959 (mod. 2021)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar food 

industry

OPTIONAL

PLUS

4 twinned solid wheels to facilitate 
movement on any type of surface

New CL 6.0 self-priming three-
piston integral ceramic pump, 
tapered roller bearings, double oil 
viewer, nickel-plated brass head 
and high temperature water seal

New flanged pressure regulating 
valve L3.1, internal passages 
resized to ensure correct operation 
even in high operating flow 
conditions

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01715 Lance M22 
high/low pressure

 
• 00080-03186 Nozzle type 035 

(mod. 1614)
• 00080-03191 Nozzle type 060 

(mod. 1515)
• 00080-03188 Nozzle type 045 

(mod. 2015)
• 00080-03193 Nozzle type 070 

(mod. 2021)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT

Built-in elastic joint for better pump/
motor coupling
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HOT WATER

HIGH PRESSURE CLEANERS

Tekna

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. Three ceramic pistons, brass linear pump head with built-in by-pass valve. 
• Low voltage and delayed Total Stop. • Suction and delivery Stainless steel valves. • Vertical burner with high thermal efficiency steel coil. • High pressure 
detergent flow with 22 liters integrated detergent tank • Auxiliary motor for burner air-cooling and two ways fuel pump. • Temperature regulation gauge 
with high sensitive stainless steel sensor. • Low fuel lamp and cut off. • Safety valve. • Header tank and antiscale device. Panel with analogic controls. Hose 
reel (optional).

Tekna 2015 LP Tekna 2021 LP
code 36073-00002 36073-00021
rated/max pressure 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm
abs. power/supply 7300 W/400V 3~50Hz 9700 W/400V 3~50Hz
motor power 5,5 kW 7,5 kW
pump model CL6.0/1400 rpm CL6.0/1400 rpm
T max water inlet/outlet 40/110 °C 40/110 °C
dimension (cm)/weight 125x69x87/143 Kg (315 lbs) 125x69x87/145 Kg (319 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-10198 Hose reel with brake 
(hose not included) 

• 00073-00114 Antiscale LC-PRECAL 
(pcs. 4 x 5 lt.) 

• Turbo Lance code:
00080-02966 - (mod. 2015)
00080-02968 - (mod. 2021)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

(mod. 2015)
00080-02261 20 m - 400 bar

00080-02264 10 m  R2
00080-02262 20 m - 400 bar 

00080-02263 10 m - 400 bar food 
industry

• Sandblasting lance code:
00080-02957 (mod. 1614-2015)

00080-02958 (mod. 1515)

OPTIONAL

PLUS

Large 22-litre fuel and detergent 
tanks

New flanged pressure regulating 
valve L3.1, internal passages 
resized to ensure correct operation 
even in high operating flow 
conditions

Easily removable side panels and 
upper fairing for faster maintenance

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01727 Lance M22 high 
pressure.

 
• 00080-03188 Nozzle type 045 

(mod. 2015 LP)
• 00080-03193 Nozzle type 070 

(mod. 2021 LP)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT

New CL 6.0 self-priming pump with 
three pistons in integral ceramic, 
tapered roller bearings, double oil 
viewer and brass head
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HOT WATER

HIGH PRESSURE CLEANERS

HTR

CHARACTERISTICS

• 4 poles electrical motor (1400 rpm) with thermal protection and water cooling. • Three ceramic pistons, Nickel plating brass linear pump head 
with high temperature water seals and bushing. • Integrated elastic joint, for best pump coupling. • Low voltage and delayed Total Stop. • Vertical burner 
with high thermal efficiency steel coil. • High pressure detergent flow with 22 liters integrated detergent tank • Auxiliary motor for burner air-cooling and two 
ways fuel pump. • Temperature regulation gauge with high sensitive stainless steel sensor. • Header tank and antiscale device. • Pressure accumulator for 
hose and gun vibrations prevention. • Hose reel (optional)

HTR 2015 LP HTR 2021 LP HTR 2515 LP
code 36074-00040 36074-00041 36074-00052
rated/max pressure 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi 250/280 bar - 3600/4061 psi
max delivery flow rate 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm 900 l/h - 3.96 gpm
abs. power/supply 7300 W/400V 3~50Hz 9700 W/400V 3~50Hz 8700 W/400V 3~50Hz
motor power 5,5 kW 7,5 kW 7,5 kW
pump model CL6.0 Ni/1400 rpm CL6.0 Ni/1400 rpm CL6.0 Ni/1400 rpm
T max water inlet/outlet 60/110 °C 60/110 °C 60/110 °C
dimension (cm)/weight 125x69x89/169 Kg (372 lbs) 125x69x89/171 Kg (376 lbs) 125x69x89/173 Kg (381 lbs)

TECHNICAL DATA

RPM
1400

NICKEL
PLATING

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• 10001-10198 - Hose reel with 
brake (hose not included) 

• 00073-00114 - Antiscale LC-
PRECAL  (pz. 4 x 5 lt.)

• Turbo Lance code:
00080-02966 - (mod. 

2015/2515)
00080-02968 - (mod. 2021)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar food 

industry

• Sandblasting lance  code:
00080-02957 (mod. 2015/2515)

00080-02958 (mod. 2021)

OPTIONAL

PLUS

Built-in elastic joint for better pump/
motor coupling

New flanged pressure regulating 
valve L3.1, internal passages 
resized to ensure correct operation 
even in high operating flow 
conditions

Easily removable side panels and 
upper fairing for faster maintenance

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01727 Lance M22 high 
pressure.

 
• 00080-03188 Nozzle type 045 

(mod. 2015 LP)
• 00080-03193 Nozzle type 070 

(mod. 2021 LP)
• 00080-03187 Nozzle type 040 

(mod. 2515 LP)

 
• 00080-02347 High pressure hose 

10 m

STANDARD EQUIPMENT

New CL 6.0 self-priming three-
piston integral ceramic pump, 
tapered roller bearings, double oil 
viewer, nickel-plated brass head 
and high temperature water seals
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HOT WATER

HIGH PRESSURE CLEANERS

HMR

NEW
Motor with 
elastic joint

CHARACTERISTICS

• Integrated elastic joint, for best pump coupling • 4 poles professional electrical motor (1400 rpm) • Triplex pump with three ceramic pistons, brass linear 
pump head • Low voltage and delayed Total Stop • Professional pressure unloader valve • 25 lt Diesel tank with level float • High-pressure detergent suction 
with proportional detergent regulation • 2 big solid wheels (Ø 260 mm) + 2 pivoting wheels with brake • No fuel indicator • Temperature setting thermostat 
•  Safety valve •  Pressure gauge •  Boiler thermal protection • Contactor and motor protection with amperometric control • Independent boiler ventilation 
unit • Flame control (only mod. 2021) • Single central bar for vertical lifting with crane or winches • Steel frame, stainless steel cover • On request available 
with stainless steel coil

HMR 2015 LP HMR 1521 LP HMR 2021 LP
code 36034-00015 36034-00016 36034-00017
rated/max pressure 190/200 bar - 2755/2900 psi 150/160 bar - 2175/2320 psi 190/200 bar - 2755/2900 psi
max delivery flow rate 900 l/h - 3.9 gpm 1260 l/h - 5.55 gpm 1260 l/h - 5.55 gpm
abs. power/supply 6000 W/400V 3~50Hz 6000 W/400V 3~50Hz 6000 W/400V 3~50Hz
motor power 5,5 kW 5,5 kW 7,5 kW
pump model CL6.0/1400 rpm CL6.0/1400 rpm CL6.0/1400 rpm
T max water inlet/outlet 60/110 °C 60/110 °C 60/110 °C
dimension (cm)/weight 90x65x87/160 Kg (352 lbs) 90x65x87/160 Kg (352 lbs) 90x65x87/160 Kg (374 lbs)

TECHNICAL DATA

RPM
1400

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• Turbo lance code:
00080-02967 (mod. 2015)

00080-02968 (mod. 1521/2021) 

• Sand-blasting lance code:
00080-02958 (mod. 2015) 

00080-02959 (mod. 1521/2021)
• Hose reel (On request)

OPTIONAL

PLUS

Robust tubular frame in painted 
steel with central bar for lifting with 
crane or hoist, practical side hooks 
for accessories and protective top 
covers in stainless steel to preserve 
the motor pump from accidental 
shocks

Widely oversized 4-pole industrial 
electric motor, protected from 
painting and equipped with 
elastic joint for better motor/pump 
coupling

Large 25-litre Diesel tank with 
level indicator and fuel shortage 
indicator light

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 10002-04732 Lance M22 high/
low pressure

 
• 00080-03247 nozzle 050 

(mod. 2015)
• 00080-03341 nozzle 075 

(mod. 1521)
• 00080-00303 nozzle 070 

(mod. 2021)

 
• 00014-00514 High pressure hose 

10 m - R2 5/16 (mod. 2015)
• 10002-03312 High pressure hose 
10 m - R2 3/8 (mod. 1521/2021)

STANDARD EQUIPMENT

Air chamber front wheels and two 
pivoting rear wheels for optimal 
stability and ease of movement on 
any type of surface
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HOT WATER

HIGH PRESSURE CLEANERS

NEW

Only mod. 2015/2021

HHPV

Motor with 
elastic joint

CHARACTERISTICS

• 4-pole electric industrial motor air cooled (1400 rpm) with thermal protection • Integrated flexible coupling, for a better pump/motor coupling (mod 2015/2021) 
• CL3.8 (mod 1212) CL6.0 (mod 2015/2021) pumps with brass head and three ceramic pistons, flanged valve (mod 2015/2021) • Professional unloader valve 
with external by-pass • Suction and delivery valves in stainless steel • Low voltage delayed Total Stop • High pressure detergent suction with solenoid valve • 25 liter 
Diesel tank with level indicator and filter • Vertical boiler with high thermal efficiency steel coil • Control panel with protective cover • General shutdown (when the 
machine is not used for a long time) • Anti-limescale device with pump and tank (2.5 l) antifreeze heater and soundproof panel • Microleak detector • Accessory 
holder • Burner activated by flow switch • Internal insulating protection to resist high/low temperatures • Hose reel with 20m h.p hose included • Antifreeze 
resistance • Internal water tank with float level • Flame control

HHPV 1212 LP HHPV 2015 LP HHPV 2021 LP
code 36075-00045 36075-00043 36075-00047
rated/max pressure 100/110 bar - 1450/1595 psi 200/230 bar - 2900/3335 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 720 l/h - 2.9 gpm 900 l/h - 3.96 gpm 1260 l/h - 5.55 gpm
abs. power/supply 3000 W/230V 1~50Hz 7300 W/400V 3~50Hz 9700 W/400V 3~50Hz
motor power 2,2 kW 5,5 kW 7,5 kW
electrical supply - 3P+T+N 3P+T+N
pump model CL3.8/1400 rpm CL6.0/1400 rpm CL6.0/1400 rpm
T max water inlet/outlet 60/110 °C 60/110 °C 60/110 °C
dimension (cm)/weight 76x48x190/190 Kg (418 lbs) 76x48x190/200 Kg (440 lbs) 76x48x190/210 Kg (462 lbs)

TECHNICAL DATA

RPM
1400

HOSE REEL WITH 
20m H.P HOSE 

INCLUDED

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER

• Anti scale device (on request) • Rotating booms (on request)

• High pressure hose code:
 00080-02258 10 m - 310 bar 

00080-02261 20 m - 400 bar
00080-02264 10 m  R2

00080-02262 20 m - 400 bar 
00080-02263 10 m - 400 bar food 

industry

• Turbo Lance code:
00080-02966 - (mod. 

1211/2015)
00080-02968 - (mod. 2021)

• Sand-blasting lance code:
00080-02958 (mod. 1211/2015) 

00080-02959 (mod. 2021)

OPTIONAL

PLUS

All the models are equipped with 
a stainless steel outlet with rain 
protection

On request, versions with a structure 
entirely made of stainless steel are 
available

Easily removable panels and upper 
canopy for faster maintenance

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 00080-01727 Lance M22 high 
pressure.

 
• 00080-03189 Nozzle type 050 

(mod. 1212)
• 00080-03188 Nozzle type 045 

(mod. 2015)
• 00080-03193 Nozzle type 070 

(mod. 2021)

• 00014-00268 High pressure 
hose R2 20 m (mod. 2021)

• 00080-02262 High pressure 
hose R2 20 m (mod. 1212/2015)

STANDARD EQUIPMENT

Automatic hose reel kit with 20 
meters of hose (standard on the 
versions 36075-00045 / 36075-
00043 / 36075-00047) and hose 
guide to facilitate the unwinding 
and rolling of the hose during work

Other available versions:

• 36075-00046 - HHPV 1212 without hose reel with 10m h.p hose 
• 36075-00044 - HHPV 2015 without hose reel with 10m h.p hose
• 36075-00048 - HHPV 2021 without hose reel with 10m h.p hose
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HOT WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Thermic 10.1 HW Hot water self-contained unit 

NEW

Thermic 10.1 HW 1621 Thermic 10.1 HW 2016
code 36111-00032 36111-00031
rated/max pressure 160/180 bar - 2320/2610 psi 200/230 bar - 2900/3335 psi
max delivery flow rate 1260 l/h - 5.5 gpm 960 l/h - 4.1 gpm
engine type Yanmar L100V Yanmar L100V
motor power 9,3 hp 9,3 hp
pump model CL6.0/1560 rpm CL6.0/1560 rpm
T max water inlet/outlet 60/110 °C 60/110 °C
dimension (cm)/weight 120x73x95/200 Kg (440 lbs) 120x73x95/200 Kg (440 lbs)

TECHNICAL DATA

CHARACTERISTICS

• Sturdy frame with rubber feet, bar for vertical lift • Professional hot water high pressure cleaner for uses without connection to electricity 
grid • Yanmar L100V Diesel engine (air cooled) • Electrical starting-up, battery included • No engine-oil safety device (oil-alert) • Automatic 
decelerator to reduce rpm in by-pass mode • 1560 rpm reducer between engine and pump. • CL6.0 Lavor linear pump, 3 ceramic pistons, brass 
pump head and flanged unloader valve with knob for pressure adjusting • Diesel tank with level float and fill up filter • Double coil vertical high 
efficiency boiler with stainless steel outer casing • Electronic temperature setting system for constant water temperature • Flow-switch operated 
burner • Safety valve • Boiler thermal protection • Flame control kit

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER WITH COMBUSTION ENGINE

• 10002-04739 Turbo lance 255 bar 
050 (mod. 2016) 

• 10002-04741 Turbo lance 255 bar 
070 (mod. 1621)

• 00080-02258 Extension hose 10 m
• 00080-02262 Extension hose 20 m

• 00080-02958 Sand blasting lance • 10001-00983 Wheel kit
• 10001-01014 Soundproofing kit 

(on request)

• 00080-01503 Hose reel with hose 
20m

OPTIONAL

PLUS

Sturdy painted steel frame with 
bar for lifting with crane or hoist, 
practical side hooks for accessories 
and protective stainless steel covers 
to preserve the motor pump from 
accidental impacts

Yanmar L100V diesel engine, 
electric start panel with control 
lights, automatic rev decelerator

Flame control: stops hot water 
operation in the event of a burner 
malfunction, blocking the diesel 
solenoid valve and avoiding fouling 
of the unburned fuel boiler. It also 
prevents the flame from remaining 
lit even when the burner is already 
extinguished.

• 00080-01695 Gun M22 - 3/8 
with rotating coupling

• 10002-04732 Lance M22 high/
low pressure

 
• 00080-03247 nozzle 050 

(mod. 2016)
• 00080-03341 nozzle 075 

(mod. 1621)

 
• 00014-00514 High pressure hose 

10 m - R2 5/16 (mod. 2016)
• 10002-04109 High pressure hose 

10 m - R2 3/8 (mod. 1621)

• Flame control

• RPM decelerator kit

STANDARD EQUIPMENT

Engine indicator panel with electric 
start, automatic regulation of the 
number of revolutions, boiler panel 
with burner activation switch and 
electronic temperature regulation
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HOT WATER WITH COMBUSTION ENGINE

HIGH PRESSURE CLEANERS

Thermic 26 HW

Thermic 26 HW 2523 Thermic 26 HW 3518 Thermic 26 HW 2030
code 36033-00013 36033-00014 36033-00015
rated/max pressure 250/275 bar - 3625/3988 psi 350/375 bar - 5076/5438 psi 200/210 bar - 2900/3045 psi
max delivery flow rate 1380 l/h - 6 gpm 1140 l/h - 5.0 gpm 1800 l/h - 7.9 gpm
engine type KDW 1003 KDW 1003 KDW 1003
motor power 26 hp 26 hp 26 hp
T max water inlet/outlet 60/110° 60/110° 60/110°
dimension (cm)/weight 125x85x105/450 Kg (992 lbs) 125x85x105/450 Kg (992 lbs) 125x85x105/450 Kg (992 lbs)

NEW

TECHNICAL DATA

CHARACTERISTICS

• Professional hot pressure washer for use without connection to the electricity mains • 45 lt Diesel tank with level float and filling filter • High efficiency 
vertical stainless steel boiler with double spiral coil • Electronic temperature regulation system with low value oscillation • Burner activated by flow switch 
• Safety valve • Boiler thermal protection • Flame control kit • Kohler KDW1003 Diesel engine • TW / RW Premium pumps • Speed reducer (with 1450 
rpm) • Electric start • Low oil safety device engine • Hour meter • Manual speed regulator • Professional adjustment valve with gradual pressure recovery 
• Thermostatic valve • Large size inlet water filter with inspectable cartridge pump • Option of water suction from external tank • Suitable for highly 
professional use

MORE INFO
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HIGH PRESSURE CLEANERS
HOT WATER WITH COMBUSTION ENGINE

• Turbo lance (on request) • Hose reel (on request) • Pipe cleaning hose (on request)

OPTIONAL

PLUS

Engine indicator light panel with 
electric start, hour counter and 
manual adjustment of the number of 
revolutions, boiler panel with burner 
activation switch and electronic 
temperature regulation

RW/TW Premium self-priming 
three-piston pumps in integral 
ceramic, tapered roller bearings, 
double oil viewer and brass head

Sturdy painted steel frame with 
vertical lifting bar, practical side 
hooks for accessories and protective 
stainless steel covers to preserve 
the motor pump from accidental 
impacts

• 00080-01097 Gun ML 955 - M22 
with quick coupling (mod. 2523/2030)
• 00080-01098 Gun ML 955 - M24 

with quick coupling (mod. 3518)

• 10002-04019 lance SF40 mecline 
M22 (mod.2523/2030)

• 10002-04020 lance SF40 mecline 
M24 (mod.3518)

 
• 00080-01368 Nozzle type 040 

(mod. 3518)
• 00080-00359 Nozzle type 055 

(mod. 2523)
• 00080-03339 Nozzle type 2510 

(mod. 2030)

 
• 10002-04109 High pressure hose

10 m (mod.2523/2030)
• 10002-04110 High pressure hose

10 m (mod.3518)

STANDARD EQUIPMENT

Kohler KDW 1003 water-cooled 
engine, 3 cylinders in line to 
minimise vibrations
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PORTABLE BOILER

Vulcano 74

CHARACTERISTICS

Boiler feeding: Diesel High thermal efficiency vertical burner. • Shock-resistant self-bearing frame. • 4 big wheels for easy move. • Gasoil 
tank high capacity ensuring longer working. • Quick couplings supplied with the machine. • Diesel tank capacity 18 l. • High pressure hose 
3/8” Ø 5/16” 10 m, to connect any cold high pressure cleaner to Vulcano (optional).

Vulcano 74
code 38003-00001
rated/max pressure 120/200 bar - 1740/2900 psi
max delivery flow rate 1260 l/h - 5.55 gpm
abs. power/supply 300 W/230V 1~50Hz
heat output 74 kW
T max water inlet/outlet 110/ °C
dimension (cm)/weight 94x65x90/44 Kg (88 lbs)

TECHNICAL DATA

MORE INFO
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PORTABLE BOILER

OPTIONAL

• 00080-02258  high presssure 
hose 3/8” ø 5/16” 10m, to connect 
any cold high pressure cleaner to the 

Vulcano.

OPTIONAL

PLUS

Simple and intuitive control panel 
, with switch and temperature 
regulation thermostat 

High-efficiency diesel vertical boiler 
with steel coil (stainless steel on 
request) 

Easily connected to all Lavor cold 
water high pressure cleaners for hot 
water generation 

4 twinned solid wheels to facilitate 
movement on any type of surface
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HIGH PRESSURE CLEANERS

00080-03167 high-pressure nozzle 0.30

00080-03176 high-pressure nozzle 0.35

00080-03168 high-pressure nozzle 0.40

00080-03173 high-pressure nozzle 0.45

00080-03169 high-pressure nozzle 0.50

00080-03170 high-pressure nozzle 0.55

00080-03171 high-pressure nozzle 0.60

00080-03165 high-pressure nozzle 0.70

00080-03207 high-pressure nozzle 0.75

00080-03172 high-pressure nozzle 0.90

00080-03185 high-pressure nozzle 0.30

00080-03186 high-pressure nozzle 0.35

00080-03187 high-pressure nozzle 0.40

00080-03188 high-pressure nozzle 0.45

00080-03189 high-pressure nozzle 0.50

00080-03190 high-pressure nozzle 0.55 

00080-03191 high-pressure nozzle 0.60

00080-03193 high-pressure nozzle 0.70

00080-03194 high-pressure nozzle 0.75

00080-03196 high-pressure nozzle 0.85

00080-03159 high-pressure nozzle 0.30

00080-03161 high-pressure nozzle 0.35

00080-03153 high-pressure nozzle 0.40

00080-03157 high-pressure nozzle 0.45

00080-03158 high-pressure nozzle 0.50

00080-03160 high-pressure nozzle 0.55

00080-03162 high-pressure nozzle 0.60

00080-03204 high-pressure nozzle 0.70

00080-03205 high-pressure nozzle 0.75

00080-03206 high-pressure nozzle 0.90

nozzle 0° nozzle 15°
(standard)

nozzle 25°

High-pressure nozzle

00080-03419 turbo nozzle max 350 bar - 0.45   

00080-03420 turbo nozzle max 350 bar - 0.55   

00080-03416 turbo nozzle max 400 bar - 0.40   

00080-03421 turbo nozzle max 400 bar - 0.45  

00080-03422 turbo nozzle max 400 bar - 0.55   

00080-03423 turbo nozzle max 600 bar - 0.45  

00080-03424 turbo nozzle max 600 bar - 0.65  

10001-10226 turbo nozzle - 0.45  

10001-10250 turbo nozzle - 0.55  

00080-03477 turbo nozzle - 0.70  

Turbo nozzle 280

Turbo nozzle 280 bar:
G 1/4”F brass

Extension for turbo nozzle: 
1/4”M - 1/4”M code 00009-03342
+ coupling for gun M22 code 00009-03220

Turbo nozzle 350/400

Turbo nozzle 350/400 bar:
G 1/4”F brass 

Turbo nozzle 600

Turbo nozzle max 600 bar:
G 1/4”F stainless steel Extension for turbo nozzle: 

1/4”M - 1/4”M code 00009-03342 
+ coupling for gun M22 code 00009-03220
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00080-03444 rotary nozzle max 500 bar - 0.40

00080-03445 rotary nozzle max 500 bar - 0.45

00080-03446 rotary nozzle max 500 bar - 0.50

00080-03447 rotary nozzle max 500 bar - 0.55

00080-03448 rotary nozzle max 500 bar - 0.60

00080-03449 rotary nozzle max 500 bar - 0.65

00080-03450 rotary nozzle max 500 bar - 0.70

00080-03416 rotary nozzle max 350 bar - 0.40

Rotary head nozzle

Rotary nozzle max 350/500 bar:
G 1/4”F with Stainless steel body and seat/

nozzle in highly shock-resistant tungsten 
carbide

Extension set for rotary nozzle: 
1/4”M - 1/4”M codes  00009-03342 + 

00009-03220 Spare coupling for gun M 22

Sand-blasting head

00080-03451 Sand blasting head - blade type

00080-03452 Sand blasting head - round type

00080-03453 Sand blasting head - prolonged type

00080-03473 nozzle 0.40

00080-03472 nozzle 0.45

00080-03471 nozzle 0.50

1) Sand-blasting heads max 250 bar, are not 
supplied with nozzles.
Orders will be always placed with the nozzle required.

Sand-blasting heads max 250 bar Sand-blasting nozzles

2) Prolonged adjustable probe for sand-blasting

00069-00364 Stainless steel prolonged adjustable Ø 21 probe L = 500 mm

1

2

Magnetic Antiscale Stainless steel 
3/4 F - 3/4 M

00069-00217 Magnetic antiscale 3/4 F - 3/4 M

Magnetic Antiscale Stainless steel
The magnetic antiscale is a method that reduces the negative effects caused by high water 
hardness through the action of a magnetic field, offering itself as a non-chemical alternative for 
water softening.

HIGH PRESSURE CLEANERS
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High pressure inox lance

Code Description

00080-03972 lance with nozzle holder  310 bar INOX 900 mm (without nozzle) M22-1/4”F

00080-03973 lance with nozzle holder  310 bar INOX 1200 mm (without nozzle) M22-1/4”F

Gun with extensible telescopic lance

Code Pressure Flow rate Lenght Coupling Temperature

bar psi MPa l/m min. mm max. mm A °C

00080-01744 250 3625 25 30 198 549 fast 150

00080-01745 Curved lance set for gutters washing

Code Description Hole

00080-03425 Quick coupling ceramic nozzle  15° 035

00080-03426 Quick coupling ceramic nozzle 15° 04

00080-03427 Quick coupling ceramic nozzle 15° 045

00080-03428 Quick coupling ceramic nozzle 15° 05

00080-03429 Quick coupling ceramic nozzle 15° 055

10001-08032 Belt support for telescopic lance

With coupling for quick 
coupling nozzle
(without nozzle)

Adapters are required to connect the gun to a 3/8" hose cod. 10001-10196 + 00009-03156

HIGH PRESSURE CLEANERS
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COLD WATER

HIGH PRESSURE CLEANERS

High pressure hose

Cold water high-pressure cleaner accessories

Turbo lance Sand blasting lance

• = Suitable    « = Suitable (not on hose reels)    ▲ = Suitable (with adapter 00009-02101)
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MYSTIC 1309 XP
ALASKA 1409 XP
HKA 1409 XP
MAINE 1409 XP
LMX 1211 XP • •
LMX 2007 XP •
BOLT 1510 LP
ARIZONA 1209 LP
ARIZONA 1311 LP •
HA 1311 LP •
HA 1510 LP •
TUCSON 1211 LP • •
TUCSON 1509 LP •
TUCSON 1713 LP • • • •
TUCSON 2017 LP • • • •
HNR 1509 LP « « « «

HNR 1713 LP « « « «

HNR 2017 LP « « « «

TUCSON XL 2015 LP • • • •
TUCSON XL 2021 LP • • • •
TUCSON XL 2515 LP • • • •
HNR XL 2015 LP ▲ ▲ ▲ ▲

HNR XL 2021 LP ▲ ▲ ▲ ▲

HNR XL 2515 LP ▲ ▲ ▲ ▲

COLUMBIA R 1211 LP
COLUMBIA R 2015 LP • • • • •
HCR 1211 LP ▲ ▲ ▲ ▲

HCR 1515 LP ▲ ▲ ▲ ▲

HCR 2015 LP ▲ ▲ ▲ ▲

HCR 2021 LP ▲ ▲ ▲ ▲

HCR 2515 LP ▲ ▲ ▲ ▲

MCHPV 1211 LP • • • •
MCHPV 1515 LP • • • •
MCHPV 2015 LP • • • •
MCHPV 2021 LP • • • •
INDO 2521 E LP •
INDO 3518 E LP •
LENA 5015 E LP •
LENA 5018 E LP •
LENA 5021 E LP •
LITE • • • •
LITE PRO • • • •
INDO 2030 •
LENA 2042
IRTYS 7015
KCR 2015 ▲ ▲ ▲ ▲

KCR 2021 ▲ ▲ ▲ ▲

KCR 2515 ▲ ▲ ▲ ▲
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HKA 1409 XP •
MAINE 1409 XP •
LMX 1211 XP •
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BOLT 1510 LP •
ARIZONA 1209 LP •
ARIZONA 1311 LP •
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HCR 2021 LP •
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MCHPV 1515 LP •
MCHPV 2015 LP •
MCHPV 2021 LP •
INDO 2521 E LP •
INDO 3518 E LP •
LENA 5015 E LP •
LENA 5018 E LP •
LENA 5021 E LP •
LITE •
LITE PRO •
INDO 2030
LENA 2042
IRTYS 7015
KCR 2015 •
KCR 2021 •
KCR 2515 •

Wi
dia

 sa
nd

-b
las

tin
g l

an
ce

 M
22

 - 
0,

40

Wi
dia

 sa
nd

-b
las

tin
g l

an
ce

 M
22

 - 
0,

50

Wi
dia

 sa
nd

-b
las

tin
g l

an
ce

 M
22

 - 
0,

75

Sa
nd

-b
las

tin
g l

an
ce

Sa
nd

-b
las

tin
g l

an
ce

Sa
nd

-b
las

tin
g l

an
ce

Sa
nd

-b
las

tin
g l

an
ce

00
08

0-
02

95
7

00
08

0-
02

95
8

00
08

0-
02

95
9

10
00

2-
04

10
7

10
00

2-
04

10
8

10
00

2-
04

10
0

10
00

2-
04

10
1

MYSTIC 1309 XP •
ALASKA 1409 XP •
HKA 1409 XP •
MAINE 1409 XP   •
LMX 1211 XP •
LMX 2007 XP •
BOLT 1510 LP •
ARIZONA 1209 LP •
ARIZONA 1311 LP •
HA 1311 LP •
HA 1510 LP •
TUCSON 1211 LP •
TUCSON 1509 LP
TUCSON 1713 LP •
TUCSON 2017 LP •
HNR 1509 LP •
HNR 1713 LP •
HNR 2017 LP •
TUCSON XL 2015 LP •
TUCSON XL 2021 LP •
TUCSON XL 2515 LP •
HNR XL 2015 LP •
HNR XL 2021 LP •
HNR XL 2515 LP •
COLUMBIA R 1211 LP •
COLUMBIA R 2015 LP •
HCR 1211 LP •
HCR 1515 LP •
HCR 2015 LP •
HCR 2021 LP •
HCR 2515 LP •
MCHPV 1211 LP •
MCHPV 1515 LP
MCHPV 2015 LP •
MCHPV 2021 LP •
INDO 2521 E LP •
INDO 3518 E LP •
LENA 5015 E LP •
LENA 5018 E LP •
LENA 5021 E LP •
LITE •
LITE PRO •
INDO 2030 •
LENA 2042
IRTYS 7015
KCR 2015 •
KCR 2021 •
KCR 2515 •  
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HOT WATER

HIGH PRESSURE CLEANERS

A B

Hot water high-pressure cleaner accessories
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MISSISSIPPI R 1310 XP
DAKOTA R 1509 XP
DAKOTA R 2007 XP
DAKOTA R 1713 XP
NPX 1211 XP • • •
NPX 1813 XP • • •
TEXAS R 1211
TEXAS R 1611 • • •
HSR 1509 LP ▲ ▲ ▲ ▲ ▲

LKX 1310 LP • • •
LKX 1515 LP • • •
LKX 2015 LP • • • • •
HLR 1211 LP ▲ ▲ ▲ ▲ ▲

HLR 1510 LP ▲ ▲ ▲ ▲ ▲

HLR 1614 LP ▲ ▲ ▲ ▲ ▲

HLR 1515 LP ▲ ▲ ▲ ▲ ▲

HLR 2015 LP ▲ ▲ ▲ ▲ ▲

HLR 2021 LP ▲ ▲ ▲ ▲ ▲

TEKNA 2015 LP • • • • •
TEKNA 2021 LP • • •
HTR 2015 LP ▲ ▲ ▲ ▲ ▲

HTR 2021 LP ▲ ▲ ▲ ▲ ▲

HTR 2515 LP ▲ ▲ ▲ ▲ ▲

HHPV 1211 LP ▲ ▲ ▲ ▲ ▲

HHPV 2015 LP ▲ ▲ ▲ ▲ ▲

HHPV 2021 LP ▲ ▲ ▲ ▲ ▲

La
nc

e T
ur

bo
 ty

pe
 1

 M
22

 - 
0,

45

La
nc

e T
ur

bo
 ty

pe
 2

 M
22

 - 
0,

55

La
nc

e T
ur

bo
 ty

pe
 3

 M
22

 - 
0,

70

La
nc

e T
ur

bo
 M

22
 - 

0,
35

La
nc

e T
ur

bo
 M

22
 - 

0,
30

00
08

0-
02

96
6

00
08

0-
02

96
7

00
08

0-
02

96
8

00
08

0-
02

98
1

00
08

0-
02

98
6

MISSISSIPPI R 1310 XP •
DAKOTA R 1509 XP •
DAKOTA R 2007 XP •
DAKOTA R 1713 XP •
NPX 1211 XP •
NPX 1813 XP •
TEXAS R 1211 •
TEXAS R 1611 •
HSR 1509 LP •
LKX 1310 LP •
LKX 1515 LP •
LKX 2015 LP •
HLR 1211 LP •
HLR 1510 LP •
HLR 1614 LP •
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MISSISSIPPI R 1310 XP •
DAKOTA R 1509 XP •
DAKOTA R 2007 XP
DAKOTA R 1713 XP •
NPX 1211 XP •
NPX 1813 XP •
TEXAS R 1211 •
TEXAS R 1611 •
HSR 1509 •
LKX 1310 LP •
LKX 1515 LP •
LKX 2015 LP •
HLR 1211 LP •
HLR 1510 LP •
HLR 1614 LP •
HLR 1515 LP •
HLR 2015 LP •
HLR 2021 LP •
TEKNA 2015 LP •
TEKNA 2021 LP •
HTR 2015 LP •
HTR 2021 LP •
HTR 2515 LP •
HHPV 2015 LP •
HHPV 2021 LP •

• = Suitable    ▲ = Suitable (with adapter 00009-02101)

High pressure hose Turbo lance Sand blasting lance

Water flow adjuster coupling

Code Inlet Outlet Max. pressure Max flow rate Max temperature

A B bar psi MPa l/m GPM °C °F

00009-03124 M22 Ø14 M22F Ø14 280 4061 28 30 7.93 160 320

00009-03125 1/4” M M22F Ø14 280 4061 28 30 7.93 160 320

00009-03123 1/4” M 1/4” F 280 4061 28 30 7.93 160 320
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WITH COMBUSTION ENGINE

Quick coupling kit hose/gun 

Quick coupling kit hose/gun – brass - 
inlet 3/8” F - outlet 3/8” M - 200 bar
Code: 10001-10196 Quick coupling kit hose/gun – inlet 3/8” F - 

outlet 3/8” M - 250 bar
Code: 10001-09948

Quick coupling kit hose/gun – brass - 
inlet 1/4” F - outlet 1/4”  M - 200 bar
Code: 10001-10195

Adapters for high pressure hoses

Code: 00009-03156 Code: 00009-02848 Code: 00009-02575 Code: 00009-02101

3/8” M 3/8” M 1/4” M 3/8” M3/8” M M 22 M 22 M 22 F

High-pressure cleaner with combustion engine accessories

• = Suitable    ▲ = Suitable (with adapter 00009-02101)

10
 m

 H
igh

 pr
es

su
re

 h
os

e -
 3

/8
" -

 Ø
 5

/1
6"

 - 
31

0 
ba

r

20
 m

 H
igh

 pr
es

su
re

 h
os

e -
 3

/8
" -

 Ø
 5

/1
6"

 - 
40

0 
ba

r

20
 m

 H
igh

 pr
es

su
re

 h
os

e -
 3

/8
" -

 Ø
 3

/8
" -

 4
00

 ba
r

10
 m

 Hi
gh

 pr
ess

ure
 ho

se 
for

 fo
od

 in
du

str
y -

 3/
8" 

- Ø
 3/

8" 
- 4

00
 ba

r

10
 m

 H
igh

 pr
es

su
re

 h
os

e -
 3

/8
" F

 F 
- Ø

 3
/8

" R
2

20
 m

 Ex
ten

sio
n 

hig
h 

pr
es

su
re

 h
os

e

20
 m

 Ex
ten

sio
n 

hig
h 

pr
es

su
re

 h
os

e

10
 m

 Ex
ten

sio
n 

hig
h 

pr
es

su
re

 h
os

e

00
08

0-
02

25
8

00
08

0-
02

26
1

00
08

0-
02

26
2

00
08

0-
02

26
3

00
08

0-
02

26
4

10
00

2-
04

09
8

10
00

2-
04

09
9

10
00

2-
04

10
6

THERMIC 5H
THERMIC 6,5 •
THERMIC 9 L • • •
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THERMIC 2W PRO 13 H
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THERMIC 13 H/13 HF ▲ ▲ ▲ ▲ ▲

THERMIC 18 3518 BS •
THERMIC 22 3521 H •
THERMIC 22 4018 H •
THERMIC 22 5015 H •
THERMIC 26 3523 K •
THERMIC 26 4020 K •
THERMIC 26 5016 K •
THERMIC 10.1 HW ▲ ▲ ▲ ▲ ▲

THERMIC 17 HW ▲ ▲ ▲ ▲ ▲

THERMIC 22 2730 •
THERMIC 31 7015
THERMIC 26 7013
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THERMIC 6,5
THERMIC 9 L •
THERMIC 10 D •
THERMIC 2W PRO 13 L
THERMIC 2W PRO 13 H
THERMIC 11 H/11 HF •
THERMIC 13 H/13 HF •
THERMIC 18 3518 BS •
THERMIC 22 3521 H •
THERMIC 22 4018 H •
THERMIC 22 5015 H •
THERMIC 26 3523 K
THERMIC 26 4020 K
THERMIC 26 5016 K
THERMIC 10.1 HW •
THERMIC 17 HW •
THERMIC 22 2730 •
THERMIC 31 7015
THERMIC 26 7013

High pressure hose Turbo lance Sand blasting lance



PROFESSIONAL LINE

124

HIGH PRESSURE CLEANERS

Accessories High-pressure cleaners

Code Description

00080-01691   Gun RL 30 3/8”M - 1/4”F  (only for lance 00080-02975 - 00080-02976)

00080-02975 mm 1700 Stainless steel 1/4"M - 1/8”F high/low press. (for det. suction) for gun 00080-01691

00080-02976 mm 1700 Stainless steel 1/4”M - 1/8”F lance with nozzle-holder -  for gun 00080-01691

Code Description

00080-01688 Gun RL 30 3/8”F - M 24”F

00080-01717 mm 1050 Stainless steel - M24”M - 1/8”F lance with nozzle-holder (nozzle not included)

00080-02263 10 m H. P. Hose - 400 bar 3/8”F - 3/8”F - Ø 3/8” - max 150° C- R2

For food industry

For food industry

Food industry high pressure accessories

Code Max. pressure Length Inlet Outlet Max. temperature

bar psi MPa m °C

00080-02264 400 5801 40 10 3/8”F 3/8”F 135

Steam hose R2 with rubber hose bend  Ø 3/8”

Wall mount hose reel

Code Description Inlet Outlet

10001-10252 Wall mount hose reel with brakets without hose 3/8”F 3/8”F

Wall mount hose reel with brakets without hose (capability 20 m hose 3/8”)

Automatic hose reel

Code Description Inlet Outlet

00080-03964 Varnished steel automatic hose reel 3/8”M 3/8”F

00080-03966 Stainless steel automatic hose reel 3/8”M 3/8”F

00080-03965 Varnished steel automatic hose reel with 20mt hose 3/8”F 3/8”F

Automatic hose reel (capability 20 m hose)
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Double lance

00080-01722 Double lance with regulator mm 500

Double lance mm 500 with regulator knob max 250 bar
Double lance mm 500 with regulator knob max 250 bar with nozzle holder

Foam lance

Foam lance with regulator

Water filter 3/4 F - 3/4 M

Water filter G 1/2 F - G 1/2 F

Calibrated sand

00080-02980 Foam lance with tank 1 lt.

00070-00374 Plastic water filter

00070-00095 Cartridge

00070-00479 Water filter

00075-00005 Calibrated sand (1 x 5 kg)

Foam lance max 250 bar
Foam lance max temperature 90° C. 
For gun M 22 max 250 bar

Water filter
Water filter - G 1/2 F - G 1/2 F

Water filter
Water filter - 3/4 F - 3/4 M 
80 micron

Calibrated sand
Calibrated sand - 1 piece of 5 kg

Foam lance with regulator

00080-02980 Foam lance

Foam lance with regulator max 180 bar
Foam lance with regulator max temp. 60° C - with M22 
coupling

Foam lance max 180 bar with tank 1 lt.
Foam lance with regulator max temp. 60° C - with M22 
coupling

00080-02942 Foam lance

00080-02945 Foam lance with tank 1 lt.
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Code Description Thread Type

00080-03174 Pipe cleaning nozzle with side holes 3/8”M 0.55

00080-03242 Rounded head pipe cleaning nozzle 3/8”M 0.55

00080-03243 Pipe cleaning nozzle with side holes 3/8”F 0.55
00080-03255 Pipe cleaning nozzle with side holes 1/4”F 0.55

Pipe cleaning nozzles

Floor Cleaning Lance 510

code 00080-04580

operat. pressure 250 bar - 3625 psi

allowed pressure 280 bar - 4060 psi 

operat. delivery rate 1800 l/h - 5,3 GPM

nominal temperature 82° C

Floor Cleaning Lance 460

code 00080-05164

operat. pressure 250 bar - 3625 psi

allowed pressure 280 bar - 4060 psi 

operat. delivery rate 2400 l/h - 7 GPM

nominal temperature 82° C

Motorized head 

code 00080-03443

operat. pressure 220 bar - 3190 psi

allowed pressure 250 bar - 3625 psi

operat. delivery rate 1260 l/h - 5,56 GPM

nominal temperature 90° C

min. diameter Ø 40 mm

nozzle type 2 x M4

• Stainless steel motorized head for case and tank cleaning
• Complete orbital internal coverage
• Complete with nozzles and converter

for Thermic 13H 
and Thermic 17 HW
in combination with M24 nipple
cod. 00009-03218

for Thermic 13H and Thermic 17 HW in combination with M24 nipple cod. 00009-03218

for Thermic 13H and Thermic 17 HW in combination with M24 nipple cod. 00009-03218

• Stainless steel floor cleaning lance (nozzle not included)
• Complete with RL 35 gun
• For washing terraces and external floors in general.

• Heavy duty polypropylene floor cleaning lance (nozzle not included)
• Complete with RL 35 gun
• For washing terraces and external floors in general.

Motorized head

Floor Cleaning Lance

INOX
Ø 510 mm

Ø 460 mm
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Code Description Length Max. pressure Inlet Outlet

m bar psi MPa

10001-10239 Kit pipe cleaning hose 10 210 3045 21 M 22 - M Stainless steel nozzle

10001-10231 Kit pipe cleaning hose 20 210 3045 21 M 22 - M Stainless steel nozzle

Kit pipe cleaning hose with nozzle

Fixed and rotating brushes

Floor Cleaning Lance for gun M 22

00080-04389 Fixed brush with extension pipe mm 700

00080-04390 Rotating brush with extension pipe mm 700

Fixed and rotating brushes max 250 bar: mm 700, 
max temperature 90° C, for gun M 22

Fixed brush

Rotating brush

A - Patio cleaner L 38

A

B

B - Stainless steel extension

Code Pressure Flow rate Inlet Weight Temperature

bar psi l/h GPM Kg °C °F

00080-04221 200 1900 680 3 AR1 1,6 60 140

Code Inlet Outlet Length Weight

00080-04041 M22x1,5 M AR1 500 mm 350 g.
INOX

Ø 380 mm

Professional surface cleaner lances for guns with 
M22 connection

Patio cleaner 355 x355 mm

Code Pressure Flow rate Inlet Weight Temperature

bar psi l/h GPM Kg °C °F

00080-04070 200 1900 900 4 M22 3,62 60 140
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PUMPS AND ELECTROPUMPS

Lavor offers a 
comprehensive range of 
pumps and motor pumps 
constructed and designed 
to meet any requirement 
of the market, providing 
a long-lasting and reliable 
solution to address cleaning 
needs…

No compromises!

Lavor offering of pumps and motor pumps 
intentionally targets a clientèle seeking top 
quality and durability for this kind of products:

• 4-pole motors: They assure 1400 RPM speed, 
resulting in a decrease of pump and motor’s 
operating temperatures, reduction in wear of 
consumables, lower oil deterioration inside the 
pump.

• Water cooled motors: Enhanced effectiveness 
and lower operating temperatures translate into 
compact sizes and high performance.

• Elastic coupling: it assures better alignment, 
dissipation of the heat from the motor rotor, 
lower stress on bearings, easy disassembly of 
the pump from the motor.

• Pump body in die cast aluminium: the casing 
design focuses on assuring stress is reduced to 

More than 45 years of 
constructive experience…
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the minimum and operating temperatures are 
reduced, with the aim of guaranteeing unlimited 
service life.

• Forged brass pump head: improved 
mechanical strength, superior resistance to 
corrosion and oxidation phenomena.

• Nickel plated forged brass (CW6) pump 
head: the perfect surface finish, jointly with 

the properties of the plating, assure 
improved resistance to chemicals 
and lower chance of deterioration 
caused by cavitation phenomena.

• Double gasket seal system the 
choice of the “U” gasket profile 

represents the maximum quality
standard, assuring lower wear 
due to friction.

• High temperature seals 
(CW6): They assure optimal 

durability up to 85° operation.

• Valves with stainless steel plate and spherical 
seal: high fluid dynamics performance.

• Ceramic pistons (according to the models): to 
assure longer service life of the pistons and
guarantee lower wear of water seals and 
improved resistance to thermal shocks.

• Double housing connecting rods (CL6-CW 6): 
ease of maintenance.

• “READY TO USE“ pumps (CL3.5): This 
range provides built-in by-pass valve, low 
pressure detergent injector, total stop actuation 
micro-switch, pressure regulation and pressure 
gauge, making installation easier and speeding 
up replacement and maintenance operations.
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Pumps and electropumps 

CL6 21-200

		  An in-depth and comparative study 
on each structural element • Low wear and tear ceramic 
pistons • Low friction connecting rod, built in aluminium 

alloy; double body for easy disassembly 
• Minimum charge on the cone-shaped bearings 

(through electronic calibration of the drive shaft rotation) 
• Very low operating temperature, favored by the use of 

water cooled motor • Top range up to 21 l/min.

Model

O
m

ni
a 

12
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m
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15

C
L3

C
L3

.5

C
L6

C
W

6

Pump type Axial Axial Linear Linear Linear Linear

Head Brass Brass Brass Brass Brass Brass nickel plated
Pistons Stainless steel Ceramic coated Ceramic coated Ceramic Ceramic Ceramic

Pistons Ø 12 mm 15 mm 15 mm 18 mm 20 mm 20 mm

By-pass valve Integrated Integrated Integrated Integrated Separated Separated

Pressure regulator Integrated Integrated Integrated Integrated On by-pass On by-pass

Max operating pressure 140 bar 200 bar 200 bar 200 bar 200 bar 200 bar

Max delivery rate 9 l/min 13 l/min 13 l/min 17 l/min 21 l/min 21 l/min

Motor 2 poles air cooled 2 poles air cooled 4 poles air/ H2O 4 poles air/ H2O 4 poles H2O cooled 4 poles H2O cooled

Total Stop Available Available Available Available Available Available






















































































































































































































































































































































































































































